AP s

Magnetic Switch Pressure Switch

Circular Connector

Features

* Plug-in port or thread-in fitting

« Compact size
- Easy to use
+ Low cost

m SPECIFICATION

<

TYPE AP10V (Switch) AP10P (Switch) AP10V (Analog) AP10P (Analog)
Setting pressure range 0~-101.3 kPa 0~0.6 MPa 0~-101.3 kPa 0~1.0 MPa
Withstand pressure 0.6 MPa 1.5 MPa 0.2 MPa 1.5 MPa
Fluid Air, Non-corrosive / Non-flammable gas
Power supply voltage 10.8 to 30V DC (include ripple voltage) 12 to 24V DC (5% ripple voltage)
Load current 80mA max. -
Internal voltage drop NPN<0.8V, PNP<0.8V -
Current consumption 10 mA max.
Analog output - 1~5V<%1%F. S./Linearity <+ 0.5% F. S.
Sensor type NPN or PNP -
Output short circuit protection Yes -
Setting method Adjusting by VR --
Response time Approx.ims --
Repeatability = #1%F.S. -
Hysteresis 3% F.S. max. -
Indicator Red LED turns ON -
Enclosure IP 40
< *3% F.S. of detected pressure (25°C) at temp. < *2% F.S. of detected pressure (25°C) at temp.
B D E A EE S Range of 0~50°C (32 ~ 122°F) Range of 0~50°C (32 ~ 122°F)
Operation: 0 ~ 60°C (32 ~ 140°F), Operation: 0 ~ 50°C (32 ~ 122°F),
Ambient temp. range Storage: -20 ~ 70°C (-4 ~ 158°F) Storage: -20 ~ 70°C (-4 ~ 158°F)
(No condensation or freezing) (No condensation or freezing)

Ambient humidity range

Operation/Storage: 35 ~ 85% RH ( No condensation)

Vibration Total amplitude 1.5mm, 10Hz-55Hz-10Hz scan for 1 minute, two hours each direction of X, Y and Z
Shock 980m/s?(100G), 3 times each in direction of X, Y and Z

Piping method Push-in tube or thread-in

Lead wire Oil-resistance cable, 3 wires (0.18mm?), @ 2.6mm, 3M

Weight Approx. 50g (with 3-meter lead wire)
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Switch Specifications | Output Specifications ~ Pressure Port Cable Length / Connector ANALOG
V: Vacuum (0 ~ - 101.3 kPa) 01 : Analog output(1~5V) 1/4 : @ 1/4” Tube Blank:With 3 meter cable OUTPUT Lecireuit
P: Positive (0 ~ 1.0 MPa) R4 : @ 4mm Tube C : With M8, 3 Pin male connector

R6 : @ 6mm Tube

F1:1/8" PT, M5
F2: 1/8" NPT, M5

F3 : G1/8"(BSPP), M5

M5 : M5*0.8 ‘ ¢ 7
oSN Red
% Black
NPN Shaen J‘DC108 30V
main ouT = .8~
AP1O0V-02- F1- OUTPUT | dirauit %
) o L I I \ Blue|  DC()

Switch Specifications Output Specifications ~ Pressure Port Cable Length / Connector T
V: Vacuum (0 ~ - 101.3 kPa) 02 : NPN output 1/4 : @ 1/4” Tube Blank:With 3 meter cable
P: Positive (0 ~ 0.6 MPa) 04 : PNP output R4 : @ 4mm Tube C : With M8, 3 Pin male connector

R6 : @ 6mm Tube Browni DC(+)

F1:1/8" PT, M5 ‘ T
F2: 1/8" NPT, M5 ﬁ Red i ‘

F3 : G1/8"(BSPP), M5 PNP Switch

ouT l
© M5* main Black — DC10.8~30V
WS : M5°0.8 OUTPUT | direuit
M83R-PVC-2M / M83R-PVC-5M : With M8,3 Pin female connector ‘ BLL‘IS DC(-)
T
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® TYPE OF SPARE PARTS / DIMENSION GRAPH

32
M8 Female Connector ] .
M83R-PVC-2M / M83R-PVC-5M M8 |
2M = 2000 / 5M = 5000
|
® DIMENSIONS
AP10[1-02/04 - ] AP100-01-
26.1 26.1
10 Iqll EZM 101 NQ: :m TRANSDUCER CONNECTOR
150 \ o 150 4
20 20 (1) Brown(+)
- @ (3) Blue ()
\ — _ ¥  (4)Black
‘ — = 10.4E ®) = 10'4]7 &) 1 =R 3 (Analog out)
25.4 3000 24.8 3000 ‘
Hex flat : 10mm Hex flat : 10mm
E;}g: EAE’?TM%S F1:1/8" BSPT, M5 %J
F3:G1/8" (BSPP), M5 Eg;g?,aﬁ‘f’;'s’;"g)y M5 SWITCH CONNECTOR
4
- (1) Brown(+)
= = (3) Blue (-)
225 | ° 2 ] 3(4) Black(OUT)
Hex flat : 8mm Hex flat : 8mm
M5:M5x0.8 - M5:M5x0.8
20 20
= ® = ©
29.5 28.9
17.3 17.3
+— @ 6mm or 1/4” 2 @ 6mm or 1/4” Unit:mm
= =
32 31.4
b4 04
= HOW TO SET PRESSURE ® OUTPUT TYPE
Use the Pressure setting trimmer to set "ON" pressure. Hys.<3% F.S.
Rotate clockwise to increase pressure setpoint .
. . —= H
Rotate counter-clockwise to decrease pressure setpoint .
P s ON I
Use appropriate size screwdriver for the setting trimmers. OFF ‘

Gently turn the screwdriver to make adjustments.
To prevent damage to the Pressure setting trimmer, DO
NOT force the trimmer when it comes to a stop.

Positive & Vacuum
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o Positive Pressure
¥ Vaccum Pressure
Setting Pressure
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Analog output o
Linearity <1+0.5% F.S.

A 4
-
Positive Pressure 0 kPa 1.0 MPa
Vaccum Pressure 0 kPa -101.3 kPa

www.adsens.net

Magnetic Switch Pressure Switch

Circular Connector



	1-15-AP10(Analog)
	1-16-AP10-1(Analog)

