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Dimensions of Basic Cylinder OSP-P10Cylinder Stroke 
and Dead Length A
• Free choice of stroke length up to 

6000 mm in 1 mm steps.
• Longer strokes on request.

tandem Cylinder
Two pistons are fitted: dimension “Z” 
is optional. (Please note minimum 
distance “Zmin”).

• Free choice of stroke length up to 
6000 mm in 1 mm steps.

• Longer strokes on request.

• Stroke length to order is  
stroke + dimension “Z”

Please note: 
to avoid multiple actuation of 
magnetic switches, the second 
piston is not equipped with 
magnets.

Stroke

Stroke + 2 x A

Stroke

Stroke + 2 x A + Z

end Cap/Air Connection
Series OSP -P10

Carrier
Series OSP-P10

Dimension table (mm)

Cylinder 
Series

A B C D e G H I J K L M N P R S W X Y Zmin CF eM eN FB FH ZZ

OSP-P10 44.5 12 19 M5 12 M3 5 6 60 8.5 22 22.5 17.5 10.5 3.4 16 22.5 31 M3 64 32 9.5 2 17 17 6
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OSP-P Pneumatic Rodless Cylinders and Linear Guides
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Dimension table (mm)

Cylinder
Series A B C D e G H I J K M O S V X Y Z BW BX BY CF eN FB FH ZZ

OSP-P16 65 14 30 M5 18 M3 9 5.5 69 15 23 33.2 22 16.5 36 M4 81 10.8 1.8 28.4 38 3 30 27.2 7
OSP-P25 100 22 41 G1/8 27 M5 15 9 117 21.5 31 47 33 25 65 M5 128 17.5 2.2 40 52.5 3.6 40 39.5 8
OSP-P32 125 25.5 52 G1/4 36 M6 15 11.5 152 28.5 38 59 36 27 90 M6 170 20.5 2.5 44 66.5 5.5 52 51.7 1
OSP-P40 150 28 69 G1/4 54 M6 15 12 152 34 44 72 36 27 90 M6 212 21 3 54 78.5 7.5 62 63 10
OSP-P50 175 33 87 G1/4 70 M6 15 14.5 200 43 49 86 36 27 110 M6 251 27 – 59 92.5 11 76 77 10
OSP-P63 215 38 106 G3/8 78 M8 21 14.5 256 54 63 107 50 34 140 M8 313 30 – 64 117 12 96 96 16
OSP-P80 260 47 132 G1/2 96 M10 25 22 348 67 80 133 52 36 190 M10 384 37.5 – 73 147 16.5 122 122 20

end Cap/Air Connection can be rotated 4 x 90°
Series OSP-P16 to P32

end Cap/Air Connection can be rotated 4 x 90°
Series OSP-P40 to P80

Carrier
Series OSP-P16 to P80

Dimensions of Basic Cylinder OSP - P16-P80 Cylinder Stroke 
and Dead Length A
• Free choice of stroke length up to 

6000 mm in 1 mm steps.

• Longer strokes on request.

tandem Cylinder
Two pistons are fitted: dimension “Z” 
is optional. (Please note minimum 
distance “Zmin”).

• Free choice of stroke length up to 
6000 mm in 1 mm steps.

• Longer strokes on request.

• Stroke length to order is  
stroke + dimension “Z”

Please note: 
to avoid multiple actuation of 
magnetic switches, the second 
piston is not equipped with 
magnets.

Stroke

Stroke + 2 x A
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Air connection D

Cushion adjustment screw

Air connection D

Cushion adjustment screw

Stroke

Stroke + 2 x A + Z
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OSP-P Pneumatic Rodless Cylinders and Linear Guides
Standard Rodless Pneumatic Cylinders


	Tandem Cylinder

