
FLOW CONTROL 
2 3 4 5 6 

Valve Needle Handwheel Nut Seals 

Brass UNI EN 12164 CW614N Nickel plated NBR 
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DATA SHEET 

 
Recommended tubings: 

according to the fitting connected to the flow control. 

Working Temperature: 

from 32 °F up to158 °F 

Working Pressure: 

from 0 up to 145 psi 

Application field: 

pneumatic installations fed with filtered, lubricated air. 

 
 

PV 21 

Line Flow Control - Needle Valve 

 
 
 

D3 L1 L2 L3 L4 L5 S HEX (mm) 

M12x0,75 .827 1.909 1.339 .945 .315 .630 15 1.728 

M18x1,5 1.181 2.953 1.969 1.378 .472 .984 22 5.785 

M18x1,5 1.181 2.953 2.283 1.575 .472 .984 22 6.074 

M22x1,5 1.575 3.799 2.559 1.969 .669 1.181 26 10.617 

 

 

 
…/B = Bidirectional 
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PV 21 
1 

Body 

Anodized aluminium 

oz D2 

.177 

.256 

.256 

.256 

Part 
Number D1 NPTF 

21 00 18 1/8 

21 00 14 1/4 

21 00 38 3/8 

21 00 12 1/2 

 
Available as: 

…/U = One way 
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