
 -   -  -  - 

How To Order

Spring Description

“Blank” None
C Spring Closed
O Spring Open

Metric Description

“Blank” Imperial
M Metric

Seals Description

“Blank” Buna-N (Standard)
V Viton®

Size

1-8

Base Model

RDH

Sensor Accessories Model Numbers Part Number Qty/Unit
8mm PNP Magneto Resistive Sensor (90° barrel) w/ M8 Qk. Disc* All Models OHSP-011 1-4

8mm NPN Magneto Resistive Sensor (90° barrel) w/ M8 Qk. Disc* All Models OHSN-011 1-4

8mm PNP Magneto Resistive Sensor Short Barrel w/ M8 Qk Disc* All Models OHSP-017 1-4

8mm NPN Magneto Resistive Sensor Short Barrel w/ M8 Qk Disc* All Models OHSN-017 1-4

8mm PNP Inductive Sensor w/ M12 Quick Disconnect* RDH-4M, -5M, -6M OISP-011 1-2

8mm NPN Inductive Sensor w/ M12 Quick Disconnect* RDH-4M, -5M, -6M OISN-011 1-2

12mm PNP Inductive Sensor w/ M12 Quick Disconnect* RDH-7M, -8M OISP-017 1-2

12mm NPN Inductive Sensor w/ M12 Quick Disconnect* RDH-7M, -8M OISN-017 1-2

M8 Quick Disconnect 2 Meter Cable Length* All Models CABL-010 1-4

M8 Quick Disconnect 5 Meter Cable Length* All Models CABL-013 1-4

M12 Quick Disconnect 2 Meter Cable Length* RDH-7M, -8M CABL-014 1-2

M12 Quick Disconnect 5 Meter Cable Length* RDH-7M, -8M CABL-018 1-2

Pneumatic Accessories Model Numbers Part Number Qty/Unit
M5 Adjustable Flow Control RDH-1M, -2M, -3M VLVF-008 1-2

G 1/8” Adjustable Flow Control RDH-4M, -5M, -6M, -7M VLVF-005 1-2

G 1/8” Adjustable Flow Control RDH-8M VLVF-010 1-2
*Sensor and cable sold separately.

Features:
•  Compact, robust and powerful precision gripper  

for use in confined spaces with a high grip force.  
•  Standard and extended stroke available
•  Optional safety springs for fail-safe or  

increased grip-force
•  Shielded design for harsh environments
•  Standard purge/scavenge port
•  Optional Viton® seals for high temperatures  

-30°C to +150°C [-20°F to +300°F]
•  Use up to 4 magneto resistive/inductive sensors

Applications:
•  Machining and harsh environment applications
•  Long finger gripping applications
•  High temperature applications

Accessories

RDH-6M

RDH-7M

RDH-8M

RDH-5M
RDH-4M

RDH-3M
RDH-2M

RDH-1M
(USB key shown for scale)

Stroke Description

“Blank” (Standard)
L Extended
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Specifications 1M 1M-L 2M 2M-L 3M 3M-L 4M 4M-L
Total Rated Grip Force F  
@ 100 psi [7 bar] w/o Spring Assist

555  
[125]

361 
[81]

754  
[170]

494 
[111]

1317 
[296]

854 
[192]

2177 
[490]

1414 
[318]

Total Rated Grip Force F  
@ 100 psi [7 bar] with Spring Assist

693 
[156]

452  
[102]

1006 
[226]

661  
[149]

1683 
[379]

1094  
[246]

2789 
[628]

1814  
[408]

Total Stroke
4  

[0.16]
8  

[0.32]
6  

[0.24]
12  

[0.47]
8 

[0.31]
16  

[0.63]
10 

[0.39]
20 

[0.79]

Weight
0.19  
[0.4]

0.21  
[0.5]

0.39  
[0.86]

0.42  
[0.93]

0.82  
[1.81]

0.88  
[1.94]

1.43 
[3.15]

1.51  
[3.33]

Pressure Range w/o Spring 2-7 Bar [30-100 psi]

Pressure Range with Spring 3.5-7 Bar [50-100 psi]

Max. Vacuum for Scavenge Port 200 mm Hg [8 in. Hg]

Max. Pressure for Purge Port 2.1 Bar [30 psi]

Cylinder Surface 5.8 cm2 [0.9 in2] 8 cm2 [1.24 in2] 13.8 cm2 [2.14 in2] 22.7 cm2 [3.52 in2]

Displacement 5 cm3 [0.31 in3] 10.3 cm3 [0.63 in3] 23.4 cm3 [1.43 in3] 47.5 cm3 [2.90 in3]

IP55

Temperature Range -35°~80° C [-30°~180° F]

Actuation (open/close) 0.06 sec. 0.07 sec. 0.08 sec.

Accuracy
±0.04 mm 

[±0.0016 in.]
±0.06 mm 

[±0.0024 in.]

Repeatability
±0.02 mm 

[±0.001 in.]
±0.03 mm 

[±0.0012 in.]

Valve to Actuate Single Acting 3-way, 2-position

Valve to Actuate Double Acting 4-way, 2-position

Specifications (cont.) 5M 5M-L 6M 6M-L 7M 7M-L 8M 8M-L
Total Rated Grip Force F  
@ 100 psi [7 bar] w/o Spring Assist

    3593  
[808]

2333  
[525]

6250  
[1406]

4062 
[914]

9901 
[2228]

6404 
[1441]

21958 
[4941]

14178 
[3190]

Total Rated Grip Force F  
@ 100 psi [7 bar] with Spring Assist

4609 
[1037]

2999  
[675]

8640 
[1944]

5623  
[1265]

12542 
[2822]

8135 
[1830]

28002 
[6300]

18115 
[4076]

Total Stroke
13 

[0.51]
26  

[1.02]
16  

[0.63]
32 

[1.26]
25 

[0.98]
50 

[1.97]
35 

[1.38]
70 

[2.76]

Weight
2.75 

[6.06]
2.98 

[6.57]
5.77 

[12.72]
11.25 
[24.8]

32.3 
[71.1]

Pressure Range w/o Spring 2-7 Bar [30-100 psi]

Pressure Range with Spring 4-7 Bar [60-100 psi] 4.5-7 Bar [65-100 psi] 4-7 Bar [60-100 psi] 3.5-7 Bar [50-100 psi]

Max. Vacuum for Scavenge Port 20 mm Hg [8 in. Hg]

Max. Pressure for Purge Port 2.1 Bar [30 psi]

Cylinder Surface 37.5 cm2 [5.81 in2] 65 cm2 [10.08 in2] 104 cm2 [16.12 in2] 231 cm2 [35.81 in2]

Displacement 102 cm3 [6.22 in3] 216 cm3 [13.18 in3] 540 cm3 [32.95 in3] 1689 cm3 [103.1 in3]

Protection Class IP55

Temperature Range -35°~80° C [-30°~180° F]

Actuation (open/close) 0.14 sec. 0.20 sec. 0.55 sec. 1.3 sec.

Accuracy
±0.06 mm 

[±0.0024 in.]
±0.08 mm 

[±0.0031 in.]
±0.1 mm 

[±0.0039 in.]

Repeatability
±0.03 mm 

[±0.0012 in.]
±0.04 mm 

[±0.0016 in.]
±0.05 mm 

[±0.002 in.]

Valve to Actuate Single Acting 3-way, 2-position

Valve to Actuate Double Acting 4-way, 2-position
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3.50 in.
89 mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER
(with Spring Assist Option)80

70

60

50

40

30

20

10

0

100 PSI [7 bar]

0 PSI [0 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

256

223

178

134

89

45

0

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
NG

ER
 F

OR
CE

 -
 F

/2

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER
(with Spring Assist Option)60

50

40

30

20

10

0
0
0

.50
13

1.00
25

2
51

2.50
64

3.00
76

1.50
38

3.50 in.
89 mm

100 PSI [7 bar]

0 PSI [0 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

[0.3150]
8.00

[2.480]
63.0

4X Ø3.3

[1.535]
39.0

B CLOSED

[0.315]
8.0

[0.394]
10.0

[0.984]
25.0

4X Ø6

[1.299]
33.0

M3

[1.457]
37.0

[1.437]
36.5

[0.236]
6.0

[0.728]
18.5

[0.965]
24.5

[0.394]
10.0

[1.142]
29.0

[0.059]
1.5

[0.551]
14.0

4X M4

M3 x 4 DP
 Purge/Scavenge port

M5 x 5 DP
OPEN

Ø5h7

M5 x 5 DP
CLOSE

M3 x 3 DP

Manifold air port
Supplied plugged

[0.315]
8.0

[0.394]
10.0

A CLOSED

 

 

 

   

[0.5512]
14.00

2X Ø2.5H9 x 5 DP

[1.6535]
42.00

[1.850]
47.0

[1.142]
29.0

[0.709]
18.0

3X M3 x 3 DP

CL

CL

Purge/Scavenge port

& Ø 6 x 8 DP C'bore opp. side
2X Clearance for M3 SHCS

2 x Ø2.5H9 x 4 DP

[0.9449]
24.00

[0.787]
20.0

[1.535]
39.0

M3 x 4 DP
Purge/Scavenge port

RDH-1M Static Dynamic
 Maximum Tensile T [134 lbs.] 594 N [17 lbs.] 74 N
 Maximum Compressive C [175 lbs.] 779 N [17 lbs.] 74 N
 Maximum Moment Mx [159 in.-lbs.] 18 Nm [18 in.-lbs.] 2 Nm
 Maximum Moment My [204 in.-lbs.] 23 Nm [18 in.-lbs.] 2 Nm
 Maximum Moment Mx [124 in.-lbs.] 14 Nm [18 in.-lbs.] 2 Nm
†Capacities are per set of jaws and are not simultaneous

RDH-1M-L Static Dynamic
 Maximum Tensile T [121 lbs.] 540 N [11 lbs.] 48 N
 Maximum Compressive C [159 lbs.] 708 N [11 lbs.] 48 N
 Maximum Moment Mx [142 in.-lbs.] 16 Nm [9 in.-lbs.] 1 Nm
 Maximum Moment My [168 in.-lbs.] 19 Nm [9 in.-lbs.] 1 Nm
 Maximum Moment Mx [106 in.-lbs.] 12 Nm [9 in.-lbs.] 1 Nm
†Capacities are per set of jaws and are not simultaneous

Model A B

 RDH-1M 9.0 [0.354] 12.0 [0.472]

 RDH-1M-L 7.0 [0.276] 10.0 [0.394]

Seal Repair Kits RDH-1M
Buna-N Seal Repair Kit SLKT-416

Buna-N Rear Inlet Seal Repair Kit SLKT-363

Viton® Seal Repair Kit SLKT-416V

Viton® Rear Inlet Seal Repair Kit SLKT-363V

Loading Information
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lbs.N

EFFECTIVE FINGER LENGTH - L
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N

G
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F/

2 WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER
(with Spring Assist Option)534

445

356

267

178

89

0
0
0

.50
13

1.00
25

2
51

2.50
64

3.00
76

3.50
89

4.00
102

1.50
38

120

100

80

60

40

20

0

100 PSI [7 bar]

0 PSI [0 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

356

312

267

223

178

134

89

45

0

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER

 F
O

RC
E 

- 
F/

2 WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER
(with Spring Assist Option)

80

70

60

50

40

30

20

10

0
0
0

.50
13

1.00
25

2
51

2.50
64

3.00
76

3.50
89

4.00
102

1.50
38

100 PSI [7 bar]

0 PSI [0 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

[0.3543]
9.00

[3.268]
83.0

4X Ø 4.2

[1.850]
47.0

B CLOSED

[0.394]
10.0

[0.394]
10.0

[1.181]
30.0

[1.575]
40.0

4X Ø 7.5

M4

[1.929]
49.0

[1.909]
48.5

[0.354]
9.0

[1.004]
25.5

[1.280]
32.5

[0.591]
15.0

[1.339]
34.0

[0.059]
1.5

[0.630]
16.0

4X M5

M3 x 4 DP
 Purge/Scavenge port

M5 x 5 DP
OPEN

Ø 6 h7

M5 x 5 DP
CLOSE

M3 x 4 DP

Manifold air port
Supplied plugged

[0.433]
11.0

[0.354]
9.0

A CLOSED

 

 

 

   

[0.6299]
16.00

2X Ø3 H9 x 6 DP

[1.9685]
50.00

[2.205]
56.0

[1.339]
34.0

[0.945]
24.0

3X M3 x 4 DP

CL

CL

Purge/Scavenge port

& Ø 7.4 x 8 DP C'bore opp. side
2 x Clearance for M4 STHCS

2X Ø3 H9 x 5 DP

[1.1024]
28.00

[0.906]
23.0

[1.850]
47.0

M3 x 4 DP
Purge/Scavenge port

RDH-2M Static Dynamic
 Maximum Tensile T [191 lbs.] 849 N [18 lbs.] 81 N
 Maximum Compressive C [248 lbs.] 1103 N [18 lbs.] 81 N
 Maximum Moment Mx [319 in.-lbs.] 36 Nm [27 in.-lbs.] 3 Nm
 Maximum Moment My [451 in.-lbs.] 51 Nm [35 in.-lbs.] 4 Nm
 Maximum Moment Mx [283 in.-lbs.] 32 Nm [35 in.-lbs.] 4 Nm
†Capacities are per set of jaws and are not simultaneous

RDH-2M-L Static Dynamic
 Maximum Tensile T [172 lbs.] 764 N [12 lbs.] 53 N
 Maximum Compressive C [223 lbs.] 993 N [12 lbs.] 53 N
 Maximum Moment Mx [283 in.-lbs.] 32 Nm [18 in.-lbs.] 2 Nm
 Maximum Moment My [363 in.-lbs.] 41 Nm [18 in.-lbs.] 2 Nm
 Maximum Moment Mx [230 in.-lbs.] 26 Nm [18 in.-lbs.] 2 Nm
†Capacities are per set of jaws and are not simultaneous

Model A B

 RDH-2M 13.0 [0.512] 16.5 [0.650]

 RDH-2M-L 10.0 [0.394] 13.5 [0.531]

Seal Repair Kits RDH-2M
Buna-N Seal Repair Kit SLKT-417

Buna-N Rear Inlet Seal Repair Kit SLKT-363

Viton® Seal Repair Kit SLKT-417V

Viton® Rear Inlet Seal Repair Kit SLKT-363V

Loading Information
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WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER
(with Spring Assist Option)

200
180
160
140
120
100
80
60
40
20
0

0
0

.50
13

1.00
25

2.00
51

2.50
64

3.00
76

3.50
89

4.00
102

4.50
114

5.00
127

1.50
38

100 PSI [7 bar]

0 PSI [0 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

623

534

445

356

267

178

89

0

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER
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O
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F/

2 WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER
(with Spring Assist Option)

140

120

100

80

60

40

20

0

5.50 in.
140 mm

0
0

.50
13

1.00
25

2.00
51

2.50
64

3.00
76

3.50
89

4.00
102

4.50
114

5.00
127

1.50
38

100 PSI [7 bar]

0 PSI [0 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

[0.4331]
11.00

[4.094]
104.0

4X Ø 4.2

[2.441]
62.0

B CLOSED

[0.492]
12.5

[0.512]
13.0

[1.496]
38.0

4X Ø 8

[1.969]
50.0

M5

[2.520]
64.0

[2.500]
63.5

[1.319]
33.5

[1.713]
43.5

[0.787]
20.0

[1.811]
46.0

[0.079]
2.0

[0.787]
20.0

4X M5

M5 x 5 DP
 Purge/Scavenge port

M5 x 5 DP
OPEN

Ø8 h7

M5 x 5 DP
CLOSE

M4 x 5 DP

Manifold air port
Supplied plugged

[0.472]
12.0

[0.433]
11.0

[0.512]
13.0

A CLOSED

 

 

 

   

[0.7874]
20.00

2X Ø4 H9 x 8 DP

[2.5984]
66.00

[2.913]
74.0

[1.811]
46.0

[1.260]
32.0

3X M4 x 5 DP

CL

CL

Purge/Scavenge port

& Ø 9 x 10 DP C'bore opp. side
2X Clearance for M5 STHCS

2X Ø4 H9 x 6DP

[1.4961]
38.00

[1.220]
31.0

[2.441]
62.0

M5 x 5DP
Purge/Scavenge port

RDH-3M Static Dynamic
 Maximum Tensile T [289 lbs.] 1284 N [44 lbs.] 196 N
 Maximum Compressive C [374 lbs.] 1665 N [44 lbs.] 196 N
 Maximum Moment Mx [513 in.-lbs.] 58 Nm [62 in.-lbs.] 7 Nm
 Maximum Moment My [735 in.-lbs.] 83 Nm [97 in.-lbs.] 11 Nm
 Maximum Moment Mx [478 in.-lbs.] 54 Nm [97 in.-lbs.] 11 Nm
†Capacities are per set of jaws and are not simultaneous

RDH-3M-L Static Dynamic
 Maximum Tensile T [258 lbs.] 1146 N [29 lbs.] 127 N
 Maximum Compressive C [334 lbs.] 1485 N [29 lbs.] 127 N
 Maximum Moment Mx [460 in.-lbs.] 52 Nm [44 in.-lbs.] 5 Nm
 Maximum Moment My [584 in.-lbs.] 66 Nm [53 in.-lbs.] 6 Nm
 Maximum Moment Mx [381 in.-lbs.] 43 Nm [53 in.-lbs.] 6 Nm
†Capacities are per set of jaws and are not simultaneous

Model A B

 RDH-3M 16.0 [0.630] 20.5 [0.807]

 RDH-3M-L 12.0 [0.742] 16.5 [0.650]

Seal Repair Kits RDH-3M
Buna-N Seal Repair Kit SLKT-418

Buna-N Rear Inlet Seal Repair Kit SLKT-364

Viton® Seal Repair Kit SLKT-418V

Viton® Rear Inlet Seal Repair Kit SLKT-364V

Loading Information
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WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER
(with Spring Assist Option)

350

300

250

200

150

100

50

0

100 PSI [7 bar]

0 PSI [0 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

1113

890

668

445

223

0

lbs.N

EFFECTIVE FINGER LENGTH - L
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ER
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F/

2 WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER
(with Spring Assist Option)

250

200

150

100

50

0

0
0

1.00
25

2.00
51

4.00
102

5.00
127

6.00
152

3.00
76

7.00 in.
178 mm

100 PSI [7 bar]

0 PSI [0 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

[0.5512]
14.00

[5.079]
129.0

4X Ø 5.1

[2.992]
76.0

B CLOSED

[0.630]
16.0

[0.551]
14.0

[1.811]
46.0

[2.362]
60.0

4X Ø10

M6

[2.835]
72.0

[2.795]
71.0

[1.378]
35.0

[1.850]
47.0

[0.866]
22.0

[2.283]
58.0

[0.098]
2.5

[0.984]
25.0

4X M6

M5 x 6 DP
 Purge/Scavenge port

G1/8 x 8 DP
OPEN

Ø10 h7

G1/8 x 8 DP
CLOSE

M4 x 5 DP

Manifold air port
Supplied plugged

[0.472]
12.0

[0.512]
13.0

[0.591]
15.0

A CLOSED

 

 

 

   

[0.9449]
24.00

2X Ø5 H9 x 10 DP

[3.1496]
80.00

[3.543]
90.0

[2.283]
58.0

[1.732]
44.0

3X M4 x 5 DP

[2.244]
57.0

CL

CL

Purge/Scavenge port

& Ø 11 X 12 DP C'bore opp. side
2X Clearance for M6 STHCS

2X Ø5 H9 x 8 DP

[1.8898]
48.00

[1.299]
33.0

[2.992]
76.0

M5 x 6 DP
Purge/Scavenge port

RDH-4M Static Dynamic
 Maximum Tensile T [352 lbs.] 1564 N [58 lbs.] 259 N
 Maximum Compressive C [465 lbs.] 2070 N [58 lbs.] 259 N
 Maximum Moment Mx [673 in.-lbs.] 76 Nm [89 in.-lbs.] 10 Nm
 Maximum Moment My [938 in.-lbs.] 106 Nm [124 in.-lbs.] 14 Nm
 Maximum Moment Mx [620 in.-lbs.] 70 Nm [124 in.-lbs.] 14 Nm
†Capacities are per set of jaws and are not simultaneous

RDH-4M-L Static Dynamic
 Maximum Tensile T [313 lbs.] 1394 N [38 lbs.] 168 N
 Maximum Compressive C [415 lbs.] 1845 N [38 lbs.] 168 N
 Maximum Moment Mx [602 in.-lbs.] 68 Nm [53 in.-lbs.] 6 Nm
 Maximum Moment My [743 in.-lbs.] 84 Nm [71 in.-lbs.] 8 Nm
 Maximum Moment Mx [496 in.-lbs.] 56 Nm [71 in.-lbs.] 8 Nm
†Capacities are per set of jaws and are not simultaneous

Model A B

 RDH-4M 20.0 [0.787] 25.5 [1.004]

 RDH-4M-L 15.0 [0.591] 20.5 [0.807]

Seal Repair Kits RDH-4M
Buna-N Seal Repair Kit SLKT-419

Buna-N Rear Inlet Seal Repair Kit SLKT-364

Viton® Seal Repair Kit SLKT-419V

Viton® Rear Inlet Seal Repair Kit SLKT-364V

Loading Information
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100 PSI [7 bar]

0 PSI [0 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

[0.7874]
20.00

[6.378]
162.0

4X Ø 7

[4.016]
102.0

B CLOSED

[0.787]
20.0

[0.669]
17.0

[2.362]
60.0

4X Ø11

[2.992]
76.0

M6

[3.465]
88.0

[3.425]
87.0

[1.654]
42.0

[2.244]
57.0

[0.984]
25.0

[2.913]
74.0

[0.098]
2.5

[1.260]
32.0

4xM8

M5 x 6 DP
 Purge/Scavenge port

G1/8 x 8 DP
OPEN

Ø10 h7

G1/8 x 8 DP
CLOSE

M5 x 6 DP

Manifold air port
Supplied plugged

[0.551]
14.0

[0.591]
15.0

[1.181]
30.0

A CLOSED

 

 

 

   

[1.2598]
32.00

2X Ø 6 H9 x 11 DP

[4.0945]
104.00

[4.646]
118.0

[2.913]
74.0

[2.165]
55.0

3X M5 x 6 DP

[2.795]
71.0

CL

CL

Purge/Scavenge port

& Ø 14 X 16 DP C'bore opp. side
2X Clearance for M8 STHCS

2X Ø 6 H9 x 9 DP

[2.4409]
62.00

[1.496]
38.0

[4.016]
102.0

M5 x 6 DP
Purge/Scavenge port

RDH-5M Static Dynamic
 Maximum Tensile T [493 lbs.] 2192 N [96 lbs.] 428 N
 Maximum Compressive C [657 lbs.] 2923 N [96 lbs.] 428 N
 Maximum Moment Mx [929 in.-lbs.] 105 Nm [142 in.-lbs.] 16 Nm
 Maximum Moment My [1310 in.-lbs.] 148 Nm [195 in.-lbs.] 22 Nm
 Maximum Moment Mx [859 in.-lbs.] 97 Nm [195 in.-lbs.] 22 Nm
†Capacities are per set of jaws and are not simultaneous

RDH-5M-L Static Dynamic
 Maximum Tensile T [442 lbs.] 1966 N [62 lbs.] 278 N
 Maximum Compressive C [589 lbs.] 2621 N [62 lbs.] 278 N
 Maximum Moment Mx [832 in.-lbs.] 94 Nm [89 in.-lbs.] 10 Nm
 Maximum Moment My [1053 in.-lbs.] 119 Nm [115 in.-lbs.] 13 Nm
 Maximum Moment Mx [690 in.-lbs.] 78 Nm [115 in.-lbs.] 13 Nm
†Capacities are per set of jaws and are not simultaneous

Model A B

 RDH-5M 24.5 [0.965] 30.5 [1.201]

 RDH-5M-L 18.0 [0.709] 24.0 [0.945]

Seal Repair Kits RDH-5M
Buna-N Seal Repair Kit SLKT-420

Buna-N Rear Inlet Seal Repair Kit SLKT-365

Viton® Seal Repair Kit SLKT-420V

Viton® Rear Inlet Seal Repair Kit SLKT-365V

Loading Information
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FINGER LENGTHS
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600
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100 PSI [7 bar]

0 PSI [0 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

[0.9843]
25.00

[8.071]
205.0

4X Ø7

[5.118]
130.0

B CLOSED

[0.984]
25.0

[0.866]
22.0

[3.307]
84.0

[3.937]
100.0

4X Ø11

M8

[4.331]
110.0

[4.291]
109.0

[2.087]
53.0

[2.835]
72.0

[1.378]
35.0

[3.740]
95.0

[0.118]
3.0

[1.575]
40.0

4X M8

M5 x 6 DP
 Purge/Scavenge port

G1/8 x 8 DP
OPEN

Ø12 h7

G1/8 x 8 DP
CLOSE

M5 x 6 DP

Manifold air port
Supplied plugged

[0.787]
20.0

[0.906]
23.0

[0.669]
17.0

A CLOSED

 

 

 

   

[1.9685]
50.00

2X Ø6 H9 x 11 DP

[5.2756]
134.00

[5.906]
150.0

[3.740]
95.0

[2.953]
75.0

3X M5 x 6 DP

[3.425]
87.0

CL

CL

Purge/Scavenge port

& Ø 14 X 16 DP C'bore opp. side
2X Clearance for M8 STHCS

2X Ø 6 H9 x 9 DP

[4.1339]
105.00

[1.890]
48.0

[5.118]
130.0

M5 x 6 DP
Purge/Scavenge port

RDH-6M Static Dynamic
 Maximum Tensile T [779 lbs.] 3463 N [186 lbs.] 827 N
 Maximum Compressive C [1045 lbs.] 4649 N [186 lbs.] 827 N
 Maximum Moment Mx [1204 in.-lbs.] 136 Nm [248 in.-lbs.] 28 Nm
 Maximum Moment My [1744 in.-lbs.] 197 Nm [363 in.-lbs.] 41 Nm
 Maximum Moment Mx [1151 in.-lbs.] 130 Nm [363 in.-lbs.] 41 Nm
†Capacities are per set of jaws and are not simultaneous

RDH-6M-L Static Dynamic
 Maximum Tensile T [694 lbs.] 3089 N [121 lbs.] 537 N
 Maximum Compressive C [932 lbs.] 4146 N [121 lbs.] 537 N
 Maximum Moment Mx [1071 in.-lbs.] 121 Nm [159 in.-lbs.] 18 Nm
 Maximum Moment My [1390 in.-lbs.] 157 Nm [212 in.-lbs.] 24 Nm
 Maximum Moment Mx [912 in.-lbs.] 103 Nm [212 in.-lbs.] 24 Nm
†Capacities are per set of jaws and are not simultaneous

Model A B

 RDH-6M 32.0 [1.260] 39.5 [1.555]

 RDH-6M-L 24.0 [0.945] 31.5 [1.240]

Seal Repair Kits RDH-6M
Buna-N Seal Repair Kit SLKT-421

Buna-N Rear Inlet Seal Repair Kit SLKT-365

Viton® Seal Repair Kit SLKT-421V

Viton® Rear Inlet Seal Repair Kit SLKT-365V
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100 PSI [7 bar]

0 PSI [0 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

[0.9843]
25.00

[10.157]
258.0

4X Ø 9

[6.496]
165.0

B CLOSED

[1.220]
31.0

[1.181]
30.0

[3.937]
100.0

[4.724]
120.0

4X Ø15

M12

[5.630]
143.0

[5.591]
142.0

[2.756]
70.0

[3.622]
92.0

[1.811]
46.0

[4.724]
120.0

[0.157]
4.0

[1.693]
43.0

4X M10

M5 x 6 DP
 Purge/Scavenge port

G1/8 x 8 DP
OPEN

Ø16h7

G1/8 x 8 DP
CLOSE

M5 x 6 DP

Manifold air port
Supplied plugged

[0.945]
24.0

[1.142]
29.0

A CLOSED

[0.787]
20.0

 

 

 

   

[2.5591]
65.00

2X Ø8 H9 x 14 DP

[6.6929]
170.00

[7.559]
192.0

[4.724]
120.0

[3.543]
90.0

3X M5 x 6 DP

[4.173]
106.0

CL

CL

Purge/Scavenge port

& Ø 17 X 23 DP C'bore opp. side
2X Clearance for M10 STHCS

2X Ø8H9 x 12 DP

[5.5118]
140.00

[2.520]
64.0

[6.496]
165.0

M5 x 6 DP
Purge/Scavenge port

RDH-7M Static Dynamic
 Maximum Tensile T [1013 lbs.] 4505 N [236 lbs.] 1048 N
 Maximum Compressive C [1335 lbs.] 5938 N [236 lbs.] 1048 N
 Maximum Moment Mx [1478 in.-lbs.] 167 Nm [319 in.-lbs.] 36 Nm
 Maximum Moment My [2106 in.-lbs.] 238 Nm [451 in.-lbs.] 51 Nm
 Maximum Moment Mx [1425 in.-lbs.] 161 Nm [451 in.-lbs.] 51 Nm
†Capacities are per set of jaws and are not simultaneous

RDH-7M-L Static Dynamic
 Maximum Tensile T [879 lbs.] 3911 N [152 lbs.] 678 N
 Maximum Compressive C [1159 lbs.] 5155 N [152 lbs.] 678 N
 Maximum Moment Mx [1283 in.-lbs.] 145 Nm [204 in.-lbs.] 23 Nm
 Maximum Moment My [1584 in.-lbs.] 179 Nm [257 in.-lbs.] 29 Nm
 Maximum Moment Mx [1080 in.-lbs.] 122 Nm [257 in.-lbs.] 29 Nm
†Capacities are per set of jaws and are not simultaneous

Model A B

 RDH-7M 42.0 [1.654] 51.0 [2.008]

 RDH-7M-L 29.5 [1.161] 38.5 [1.516]

Seal Repair Kits RDH-7M
Buna-N Seal Repair Kit SLKT-422

Buna-N Rear Inlet Seal Repair Kit SLKT-365

Viton® Seal Repair Kit SLKT-422V

Viton® Rear Inlet Seal Repair Kit SLKT-365V

Loading Information
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100 PSI [7 bar]

0 PSI [0 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

[1.3386]
34.00

[13.976]
355.0

4X Ø14

[9.449]
240.0

B CLOSED

[1.811]
46.0

[1.575]
40.0

[5.709]
145.0

[7.087]
180.0

4X Ø20

[7.717]
196.0

[7.677]
195.0

[3.898]
99.0

[4.921]
125.0

[2.441]
62.0

[7.480]
190.0

[0.197]
5.0

G1/8 x 8 DP
 Purge/Scavenge port

[1.181]
30.04X M16

G1/4 x 12 DP
CLOSED

G1/4 x 12 DP
CLOSED

[2.283]
58.0

Ø22 h7

M8 x 10 DP

Manifold air port
Supplied plugged

M16
[1.339]
34.0

[1.732]
44.0

A CLOSED

 

 

   

[3.1496]
80.00

2X Ø10H9 x 17 DP

[9.8425]
250.00

[11.024]
280.0

[7.480]
190.0

[5.512]
140.0

3X M8 x 10 DP

[5.906]
150.0

CL

CL

Purge/Scavenge port

& Ø 25 X 32 DP C'bore opp. side
2X Clearance for M16 STHCS

2X Ø10 H9 X 15 DP

[8.0709]
205.00

[3.543]
90.0

[9.449]
240.0

G1/8 X 8 DP
Purge/Scavenge port

RDH-8M Static Dynamic
 Maximum Tensile T [1543 lbs.] 6863 N [392 lbs.] 1743 N
 Maximum Compressive C [2006 lbs.] 8921 N [392 lbs.] 1743 N
 Maximum Moment Mx [3354 in.-lbs.] 379 Nm [743 in.-lbs.] 84 Nm
 Maximum Moment My [4257 in.-lbs.] 481 Nm [947 in.-lbs.] 107 Nm
 Maximum Moment Mx [2664 in.-lbs.] 301 Nm [947 in.-lbs.] 107 Nm
†Capacities are per set of jaws and are not simultaneous

RDH-8M-L Static Dynamic
 Maximum Tensile T [1328 lbs.] 5906 N [253 lbs.] 1125 N
 Maximum Compressive C [1726 lbs.] 7678 N [253 lbs.] 1125 N
 Maximum Moment Mx [2885 in.-lbs.] 326 Nm [478 in.-lbs.] 54 Nm
 Maximum Moment My [3160 in.-lbs.] 357 Nm [522 in.-lbs.] 59 Nm
 Maximum Moment Mx [1974 in.-lbs.] 223 Nm [522 in.-lbs.] 59 Nm
†Capacities are per set of jaws and are not simultaneous

Model A B

 RDH-8M 57.0 [2.244] 69.0 [2.717]

 RDH-8M-L 39.5 [1.555] 51.5 [2.028]

Seal Repair Kits RDH-8M
Buna-N Seal Repair Kit SLKT-423

Buna-N Rear Inlet Seal Repair Kit SLKT-366

Viton® Seal Repair Kit SLKT-423V

Viton® Rear Inlet Seal Repair Kit SLKT-366V
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