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▪ Tool-less installation from front side

▪ Integrated anchorage

▪ Wide sealing & clamping range

▪ Easy-to-install

▪ Patented design

▪ In stock

                    Cable Glands
 M a t e r i a l :  P o l y a m i d e

PERFECT Fix cable gland

NEW:

The Revolutio
n in

 Cable Glands

The PERFECT Fix

No locknuts required !

www.comoso.com



available in METRIC, PG and NPT design

Type
Hole Di For Cable Diameter SW1 SW2 H Order No. Packaging Unit

mm inches mm mm mm RAL 9005 – jet black PU*

M16 16.1 – 16.4 0.2 – 0.4 5 – 10 24 20 38.5 JA-K341-1016-01 JA-K341-1016-00 JA-K341-1016-02 100

M20 20.1 – 20.4 0.31 – 0.51 8 – 13 26 24 42.5 JA-K341-1020-01 JA-K341-1020-00 JA-K341-1020-02 100

M25 25.1 – 25.4 0.43 – 0.67 11 – 17 32 29 48 JA-K341-1025-01 JA-K341-1025-00 JA-K341-1025-02 50

M32 32.1 – 32.4 0.59 – 0.82 15-21 42 36 58.5 JA-K341-1032-01 JA-K341-1032-00 JA-K341-1032-02 25

*  Products are sold in individual quantities as well. Please contact our Customer Service for details.

Materials:

Dome nut Polyamide PA6 V-2

Sealing ring

Gland body

Mounting nut

Protection grade:       IP68 (comparable to NEMA 6P)

                   Perfect Fix cable glands – Polyamide

RAL 7001 – silver grey RAL 7035 – light grey
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The Perfect Fix cable gland works with wall thicknesses from 1 – 4 mm (20 – 8 ga)

Polychloroprene-Nitrile rubber CR/NBR

Polyamide PA6 V-2

Polyamide PA6 GF30

Moulded sealing ring Nitrile-Polytetrafuorethylene rubber NBR/PTFE

Temperature range:   -20 °C to +100 °C  /   -4 °F to + 212 °F
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-  Quick and easy installation from one side without special tools

-  Very low inner clearance, as no inner thread required

-  Continuously adjustable for wall thicknesses from 1-4 mm

-  Wide sealing and clamping range
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