
▪ Superior Quality
▪ Unique Features
▪ Global Listings
▪ Excellent Value
▪ In Stock

Robust metal hinges
▪ Hidden hinge design
▪ Opening angle: 180°
▪ Quick-change cotter-    
  pin
▪ Doors can be hinged

either side

Lock
▪ Locks with 3 mm

double mandrel key
(other lock types
upon request, e.g.
screw driver lock or
padlockable designs)

Cable entry plate
▪ For easy modification
of bottom entry

▪ Gasketed to maintain
protection rating

Surface finish
▪ Powder coated
(Epoxy-Polyester)
RAL 7035 texture
finish

Seal
▪ Seamless foamed-in-   
  place gasket

Ground studs
▪ On door and body
(both sides, in case
you turn the door
around!)

Floor stands
▪ 12” high floor stands for depth:

300mm/12”: 0336-3028-20-17
350mm/14”: 0336-3528-20-17

Wall-mounting brackets
▪ Distance to wall:
0.5”: 3080-9066-05-03
1.5”: 3080-9066-06-03

E n c l o s u r e s
as wallmount or on floor-stands

International ratings
▪ IP 66 / NEMA 4    (single door)
▪ IP 55 / NEMA 12  (double door)
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häwa wallmount enclosures
powder coated (Epoxy-Polyester) RAL 7035, texture finish

DON'T FIND THE SIZE YOU NEED? Size [inches] Size [mm] Mounting Plate Usable Depth Weight
PLEASE CONTACT HAEWA FOR ANY MODIFICATION H x W x D H x W x D incl. Mounting Plate H x W
OR CUSTOMIZATION AT 1-800-783-4239 (nominal) (exact) in mm

Single Door   8 x 12 x 5   200 x 300 x 125 3331-3020-12-17   6.7 x 9.6 170 x 243 

12 x   8 x 6   300 x 200 x 155 3331-2030-15-17  10.6 x 5.6 270 x 143 

NEMA 4, 12, 13 / IP 66 12 x 12 x 8   300 x 300 x 200 3331-3030-20-17  10.6 x 9.6 270 x 243 

 12 x 18 x 8   300 x 450 x 200 3331-4530-20-17  10.6 x 15.5 270 x 393 

16 x 12 x 6   400 x 300 x 150 3331-3040-15-17  14.6 x 9.6 370 x 243 

 16 x 16 x 8   400 x 400 x 200 3331-4040-20-17  14.6 x 13.5 370 x 343 

 16 x 24 x 8   400 x 600 x 200 3331-6040-20-17  14.6 x 21.4 370 x 543 

 16 x 24 x 14   400 x 600 x 350 3331-6040-35-17  14.6 x 21.4 370 x 543 

18 x 12 x 8   450 x 300 x 200 3331-3045-20-17  16.5 x 9.6 420 x 243 

 20 x 16 x 8   500 x 400 x 200 3331-4050-20-17  18.5 x 13.5 470 x 343 

 20 x 20 x 8   500 x 500 x 200 3331-5050-20-17  18.5 x 17.4 470 x 443 

 20 x 20 x 12   500 x 500 x 300 3331-5050-30-17  18.5 x 17.4 470 x 443 

24 x 16 x 6   600 x 400 x 150 3331-4060-15-17  22.4 x 13.5 570 x 343 

 24 x 16 x 8   600 x 400 x 200 3331-4060-20-17  22.4 x 13.5 570 x 343 

 24 x 16 x 12   600 x 400 x 300 3331-4060-30-17  22.4 x 13.5 570 x 343 

24 x 20 x 8   600 x 500 x 200 3331-5060-20-17  22.4 x 17.4 570 x 443 

 24 x 24 x 8   600 x 600 x 200 3331-6060-20-17  22.4 x 21.4 570 x 543 

 24 x 24 x 14   600 x 600 x 350 3331-6060-35-17  22.4 x 21.4 570 x 543 

 24 x 24 x 20   600 x 600 x 500 3331-6060-50-17  22.4 x 21.4 570 x 543 

 24 x 32 x 12   600 x 800 x 300 3331-8060-30-17  22.4 x 29.3 570 x 743
 28 x 24 x 8   700 x 600 x 200 3331-6070-20-17  26.4 x 21.4 670 x 543 

 32 x 24 x 8   800 x 600 x 200 3331-6080-20-17  30.3 x 21.4 770 x 543 

 32 x 24 x 12   800 x 600 x 300 3331-6080-30-17  30.3 x 21.4 770 x 543
 32 x 24 x 16   800 x 600 x 420 3331-6080-42-17  30.3 x 21.4 770 x 543
 32 x 32 x 8   800 x 800 x 200 3331-8080-20-17  30.3 x 29.3 770 x 743
 32 x 32 x 12   800 x 800 x 300 3331-8080-30-17  30.3 x 29.3 770 x 743
 36 x 32 x 16   915 x 800 x 420 3331-8091-42-17

36 x 36 x 8   915 x 915 x 200 3331-9191-20-17
36 x 36 x 12   915 x 915 x 300 3331-9191-30-17

 40 x 24 x 14 1000 x 600 x 350 3331-6010-35-17
 40 x 32 x 8 1000 x 800 x 200 3331-8010-20-17
 40 x 32 x 12 1000 x 800 x 300 3331-8010-30-17
 40 x 32 x 14 1000 x 800 x 350 3331-8010-35-17
 42 x 36 x 12 1070 x 915 x 300 3331-9110-30-17
 48 x 24 x 14 1200 x 600 x 350 3331-6012-35-17
 48 x 32 x 12 1200 x 800 x 300 3331-8012-30-17
 48 x 36 x 12 1200 x 915 x 300 3331-9112-30-17
 48 x 36 x 16 1200 x 915 x 420 3331-9112-42-17
 60 x 36 x 12 1525 x 915 x 300 3331-9115-30-17

Two Door  32 x 40 x 14 800 x 1000 x 350 3331-1080-35-17
 36 x 48 x 12 915 x 1200 x 300 3331-1291-30-17

NEMA 12, 13 / IP 55  40 x 40 x 12 1000 x 1000 x 300 3331-1010-30-17
 48 x 40 x 12 1200 x 1000 x 300 3331-1012-30-17
 48 x 40 x 14 1200 x 1000 x 350 3331-1012-35-17
 48 x 48 x 14 1200 x 1200 x 350 3331-1212-35-17
 55 x 40 x 12 1400 x 1000 x 300 3331-1014-30-17

(1) Type SN enclosures with these order numbers include mounting plates; if mounting plate is not required, please order number ending in “-07”
(2) Flanged mounting plate

Order No. (1)

in / mm lbs / kg

 4.3 / 108 8 / 3.6
 5.4 / 138 11 / 5
 7.2 / 183 12.8 / 5.8
 7.2 / 183 17.6 / 8
 5.2 / 133 14.4 / 6.5
 7.2 / 183 20.3 / 9.2
 7.2 / 183 28.6 / 13

 13.1 / 333 38 / 17
 7.2 / 183 17.4 / 8
 7.2 / 183 24 / 11
 7.2 / 183 30 / 13.6

 11.1 / 283 37 / 17
 5.2 / 133 26 / 12
 7.2 / 183 28.6 / 13

 11.1 / 283 32 / 14.6
 7.2 / 183 37 / 17
 7.2 / 183 45.5 / 21

 13.1 / 333 54.5 / 25
 19.0 / 483 64 / 29
 11.1 / 283 65.5 / 30

 7.2 / 183 53 / 24
 7.2 / 183 59 / 27

 11.1 / 283 65 / 30
 15.9 / 403 77.5 / 35

 7.2 / 183 84 / 38
 11.1 / 283 91.5 / 41.5

 34.6 x 28.7 (2) 880 x 730 (2)  15.4 / 392 134.5 / 61
 34.6 x 33.3 (2) 880 x 845 (2)  7.2 / 183 106 / 48
 34.6 x 33.3 (2) 880 x 845 (2)  11.1 / 283 116 / 52.5
 38.2 x 20.9 (2) 970 x 530 (2)  12.7 / 322 85 / 38.5
 38.2 x 28.7 (2) 970 x 730 (2)  6.8 / 172 98 / 44.5
 38.2 x 28.7 (2) 970 x 730 (2)  10.7 / 272 107 / 48.5
 38.2 x 28.7 (2) 970 x 730 (2)  12.7 / 322 112 / 50.5
 40.9 x 33.3 (2) 1040 x 845 (2)  10.7 / 272 128 / 58
 46.1 x 20.9 (2) 1170 x 530 (2)  12.7 / 322 99.5 / 45
 46.1 x 28.7 (2) 1170 x 730 (2)  10.7 / 272 135 / 61
 46.1 x 33.3 (2) 1170 x 845 (2)  10.7 / 272 141 / 64
 46.1 x 33.3 (2) 1170 x 845 (2)  15.4 / 392 163.5 / 74
 58.9 x 33.3 (2) 1495 x 845 (2)  10.7 / 272 187 / 85
 30.3 x 36.6 (2) 770 x 930 (2)  12.7 / 322 114 / 52
 34.8 x 44.5 (2) 885 x 1130 (2)  10.7 / 272 145 / 65.5
 38.2 x 36.6 (2) 970 x 930 (2)  10.7 / 272 133 / 60.5
 46.1 x 36.6 (2) 1170 x 930 (2)  10.7 / 272 164 / 74
 46.1 x 36.6 (2) 1170 x 930 (2)  12.7 / 322 174 / 79
 46.1 x 44.5 (2) 1170 x 1130 (2)  12.7 / 322 191 / 87
 53.9 x 36.6 (2) 1370 x 930 (2)  10.7 / 272 179 / 81.5

 with gland plate(s)
 UPS shippable
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Locks
▪ Enclosures up to 16” / 400 mm high

 → (1) quarter-turn latch

▪ Enclosures up to 32” / 800 mm high
 → (2) quarter-turn latches 

▪ Enclosures > than 32” / 800 mm high
 → (1) quarter-turn 3-point bar 

 latching system

www.comoso.com


	Sheet1
	Enclosures-wallmount

