
High Pressure Ball Valves

INNOVATIVE FLUID POWER 10

Dimensions are for general information only, all critical dimensions should be verified by requesting a certified print.
Dimensions are in inches/(mm) and lbs./(kg.)
*Dependent upon valve and seal materials selected.

Model Codes containing selections listed in RED are non-standard items – Minimum quantities will apply – Contact HYDAC for information and availability

Model Code Part 
Number

*MAX 
PSI Thread A1 B øD H H1 H2 H3 H4 L SQ Weight

KHB-G1/8-1112-11X-G 
02079550 7250 G1/8” 5.91 

(150)
0.98 
(25)

0.24 
(6)

1.89 
(48)

1.38 
(35)

0.28 
(7)

0.51 
(13)

1.65 
(42)

2.72 
(69)

0.35 
(9)

0.66 
(0.3)

KHB-G1/4-1112-11X-G 
02079551 7250 G1/4” 5.91 

(150)
0.98 
(25)

0.24 
(6)

1.89 
(48)

1.38 
(35)

0.28 
(7)

0.51 
(13)

1.65 
(42)

2.72 
(69)

0.35 
(9)

0.66 
(0.3)

KHB-G3/8-1112-11X-G 
02079552 7250 G3/8” 5.91 

(150)
1.26 
(32)

0.39 
(10)

2.09 
(53)

1.57 
(40)

0.33 
(8.5)

0.67 
(17)

1.69 
(43)

2.83 
(72)

0.35 
(9)

1.10 
(0.5)

KHB-G1/2-1112-11X-G 
02079553 5800 G1/2” 6.88 

(175)
1.50 
(38)

0.63 
(16)

2.48 
(63)

1.77 
(45)

0.43 
(11)

0.75 
(19)

2.01 
(51)

3.27 
(83)

47 
(12)

1.65 
(0.75)

KHB-G3/4-1112-11X-G 
02079554 5000 G3/4” 7.88 

(200)
1.89 
(48)

0.79 
(20)

2.95 
(75)

2.24 
(57)

0.43 
(11)

0.96 
(24.5)

2.28 
(58)

3.74 
(95)

0.55 
(14)

2.87 
(1.3)

KHB-G1-1112-11X-G 
02079555 5000 G1” 7.88 

(200)
2.24 
(57)

0.98 
(25)

3.23 
(82)

2.52 
(64)

0.43 
(11)

1.12 
(28.5)

2.40 
(61)

4.45 
(113)

0.55 
(14)

4.41 
(2.0)

KHM-G11/4-1112-16X 
02079556 5000 G1-1/4” 12.00 

(305)
2.95 
(75)

1.18 
(30)

4.06 
(103)

3.35 
(85)

0.47 
(12)

1.48 
(37.5)

5.94 
(151)

4.33 
(110)

0.67 
(17)

6.84 
(3.1)

KHM-G11/2-1112-16X 
02079557 5000 G1-1/2” 12.00 

(305)
3.35 
(85)

1.50 
(38)

4.49 
(114)

3.78 
(96)

0.47 
(12)

1.67 
(42.5)

6.18 
(157)

5.12 
(130)

0.67 
(17)

9.70 
(4.4)

KHM-G2-1112-16X 
02079558 5000 G2” 12.00 

(305)
4.13 
(105)

1.89 
(48)

5.18 
(131.5)

4.43 
(112.5)

0.47 
(12)

2.07 
(52.5)

6.46 
(164)

5.51 
(140)

0.67 
(17)

14.55 
(6.6)

Specifications
•	 1/8” - 2” Full Port Design
•	 Whitworth Internal Thread to ISO 228
•	 Carbon Steel Housing
•	 1/8” - 1” Zinc Plated (represented by “- G” at end of model code)
•	 1 1/4” - 2” Phosphate Coated
•	 Chrome Plated Steel Ball, Zinc Plated Steel Spindle
•	 Polyacetal Ball Seals and NBR (Buna-N) O-Rings
•	 Temperature Range: 14˚ to 176˚F at full pressure

KHB & KHM Series
2-way Ball Valves with BSPP Threads

Dimensions
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11X - Standard Handle
          sizes 06 to 25

H4

H4

16X, Standard Handle
sizes 32 to 50

KHB Series
Block Housing

KHM Series
Forged Housing
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