
Flexible and Versatile

 
     DIN Rail or Optional Keyhole Mounting

     Small Space Requirement Due to Slim Design

     Output Voltage Adjustable from 23 - 28V

     Easily Adjustable Wide Voltage Input

     Pluggable Screw Terminals (IP20)

     Cage Clamp Terminals Optional

     Full Power with Ambient Temperatures up to 40°C (105°F)

     UL Approved

     Metal Housing

| ECO RAIL - SINGLE PHASE 30W - 240W

Single Phase
Primary Switch Mode

Eco Rail
Current 1.3A/30W

Eco Rail
Current 2.5A/60W

Eco Rail
Current 5A/120W

Eco Rail
Current 10A/240W

Ordering Data Art. No. Art. No. Art. No. Art. No.

24V DC 85301 85302 85303 85305

Input

Nominal Voltage 95 -264V AC 95-132V AC; 173-264V AC

Input Current 0.7A (115V AC); 
0.4A (230V AC)

1.1A (115V AC); 
0.6A (230V AC)

2.3A (115V AC); 
1.2A (230V AC)

4A (115V AC); 
2.4A (230V AC)

Primary Fusing max. 20A

Output

Output Voltage 24V DC (SELV) ± 1%, 23-28V DC adjustable 12V DC (SELV) ± 1%, 12-15V 
adjustable

Nominal Output Current 1.3A (+40°C);1A (+55°C) 2.5A (+40°C);2A (+50°C) 5A (+40°C); 4A (+55°C) 10A (+40°C); 7.5A (+55°C)

Efficiency 84% (110V AC); 
84% (230V AC)

85% (115V AC); 
87% (230V AC)

84% (115V AC); 
86% (230V AC)

87% (115V AC); 
88% (230V AC)

Protection Short Circuit and Overload Protected 
(Hiccup Mode)

Short Circuit and Overload 
Protected (Current Limiter)

Short Circuit and Overload 
Protected (Hiccup Mode)

Parallel Usage/Serial Usage No/Yes, Max. 2 Units

General Data

Standards EN 60950-1, EN 61204-3, EN 55022 B, EN 61000-3-2 EN 60950-1, EN 61204-3, 
EN 55022 B

Temperature Range 0 - +40°C, up to 55°C Derating (Storage Temperature -20 - +85°C)

Mounting Method DIN rail mounting TH35 (EN 60715)

Dimensions (H x W x D) 125 x 50 x 70mm 125 x 50 x 80mm 125 x 50 x 125mm 125 x 72 x 125mm

Connection Pluggable Screw Terminals (Included)

Additional models available in our online catalog: murrinc.com

Accessory

Pluggable Spring Clamp Terminal (Art. No. 89517)

SINGLE PHASE POWER SUPPLIES
3-PHASE POWER SUPPLIES

CIRCUIT MONITORING
REDUNDANCY & BUFFERING

www.comoso.com


