12 Distribution Systems (Plastic)

| M12 DISTRIBUTION SYSTEMS (PLASTIC)

For sensors and actuators
- Field-wireable

- with homerun cable

Approvals: @?

Exact12
for 4-way distribution boxes

84459

4-pole

84559

5-pole

84659

5-pole, potential separation as option

Screw plug-in terminals

Screw plug-in terminals

Screw plug-in terminals

Contact layout

M12-Females 4-pole

5 (PF)

30) 4 (N/O){s1)
2 @ 16

M12-Females 5-pole

5 (PE)

30) 4 (N/OHSY)

@)
/ DEEGTED

[l 1] 5[] 4 2]+ 2

M12 Females 5-pole
5 (PE)

3() 4 (N/OKs1)
zlw

o
/ OEEGNED
[A[+1] 1T 3TPe[ 4] 2]+ 2]

N_fo o
for 1 signal per port for 2 signals per port for 2 signals per port
E Cable Type Jacket Color - No./diameter of wires
gray gﬁy gray
PUR/PVC 333-4x034+3x0.75 mm? 363 -8 x0.34+3x0.75 mm? 374-8x034+5x0.75 mm?
PUR (UL/CSA) 448 -8x0.5+3x 1.0 mm?
B Cable Length
30m 0300
50m 0500
100m 1000
150m 1500
200m 2000
250m 2500
300m 3000

=
. . Technical Data

Temperature range

. Article No.

The composition of your article

-20..+80 °C, depending on cable quality

Notes

number is explained on page 3.1.i

B Cable Length

41214

WWW.COmoso.com



| M12 DISTRIBUTION SYSTEMS (PLASTIC)

For sensors and actuators
- Field-wireable

- with homerun cable

Approvals: @?

Exact12
for 8-way distribution boxes

88459

4-pole

88559

5-pole

Mt

stay connected

88659

5-pole, potential separation as option

Screw plug-in terminals

Screw plug-in terminals

Screw plug-in terminals

Contact layout

M12 Females 4-pole

5 (PF)

3() 4 (NJOHsY)

(2] [ 3[re[4 [ 2]+ 2]

M12-Females 5-pole
5 (PE)

30) 4 (N/O){s1)

o
/ [o]11]13]16]14]12]10

([l 1] e 4]2 ]+ 2]

M12-Females 5-pole
5 (PE)

30) /g o\ (NIOKS)

o

/ (o[ 3[ae14]12[uo
B oee
[a[a[1[3]eef 422 2]

7115
a BuEOo
O) O \a \a
for 1 signal per port for 2 signals per port for 2 signals per port
E Cable Type Jacket Color - No./diameter of wires
gray gray gray

404-16x0.34+5x0.75 mm?

PUR/PVC 362-8x0.34+3x0.75 mm? 398-16 x0.34+3 x0.75 mm?

PUR (UL/CSA) 447-8x0.5+3x1.0 mm? 452-16x0.5+3 x 1.0 mm?
B Cable Length

30m 0300

50m 0500

100m 1000

150m 1500

200 m 2000

250m 2500

300m 3000
. Technical Data

Temperature range

. Article No.

The composition of your article
number is explained on page 3.1.i

Notes

-20..480 °C, depending on cable quality

B Cable Length

WWW.COmoso.com
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- M12 Distribution Systems (Plastic)





