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MARKET REQUIREMENTS

Plugged into the process

Machines and systems require connections to external equipment. Murrelektronik 

provides the right contact source for making brief connections to the control desk for 

performing set-up/diagnosis or carrying out process parameterization/optimization.

Modlink MSDD makes it easy to connect laptops, programming devices, diagnostic 

equipment, PCs, printers, network and modems to the controller. 

Using Modlink MSDD prevents additional and improvised cabling and ensures problem 

free operation. The control cabinet stays closed, and your components are opera-

ted using the prescribed protection class.

Our control cabinet connections and cable entries are suitable for permanent 

installations.

MODLINK MSDD 
THE CONNECTION TO THE OUTSIDE WORLD

A safe bet
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FRONT PANEL INTERFACE UNITS

  Service interface

 IP65 protection

  Modular system

  International power outlets 

   Comprehensive range of data connectors

  Full metal frame, silver or black

  Lid available in silver, black, or 
transparent

  Bus and power supply interface

 IP65 protection 

  Modular system

   Comprehensive range of data 
connectors

 Suitable for standard cutouts

  Single and dual version

INTERFACES 

CONTROL CABINET-
COUPLING

  Service interface

  USB and RJ45

  IP65 protection  

  Round cutout 22.5 mm

BUILT-IN SOCKETS

EASY TO SERVICE PERMANENT CONNECTION 

INTO THE FIELD
www.comoso.com



 Entry for open-ended cables

  High packing density

  Compact design

 IP65 protection

  No tools required with locking 
hooks

  Automatically sealed, no extra 
stress

 Suitable for standard cutouts

 Entry for pre-wired cables

  Rapid installation of 
continous cable entry

 High packing density

 IP54 protection

   Modular inserts provide 
maximum flexibility

 Suitable for standard cutouts

Murrelektronik is your skilled system 
partner for connecting the control 
cabinet to the outside world.

CABLE ENTRY SYSTEM CABLE ENTRY PLATES
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  Entry for open-ended cables

  Round cutout allows easy 
assembly

  No tools required with locking 
hooks

 Small amount of space needed

  IP65 protection

  Automatically sealed, no extra 
stress

ROUND CABLE ENTRY 
PLATES

SECURE STRAIN RELIEF
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Front panel interfaces are necessary in applications when access to the control is needed without 

opening the housing or the cabinet door. The installation-friendly wiring inside the control cabinet is 

maintained because the programming system or the diagnostic equipment is connected from the 

outside. Service receptacles offer an alternative for clearly defined applications, such as this.

INFORMATION

FRONT PANEL INTERFACES

FRAMES   

•  IP65 protection

• Single and double versions

• Metal frame, silver or black

• Lid available in metal or transparent plastic

INSERTS   

• All international power outlets

•  Comprehensive range of data connection 

inserts 

• Modular system with flexible combinations

BUILT-IN SOCKETS      

• Round cutout allows easy assembly  

• USB and RJ45

•  IP65 protection   

SERVICE RECEPTACLES

www.comoso.com



The Modlink MPV is a quick and permanent connection between the control cabinet and the field. Thanks to 

this modular system, there is no limit to the number of combinations, no matter the requirements: Ethernet 

connection via RJ45, Profibus or Profinet connection via M12. The Modlink MPV features separate 

connections for power and signal cables. IP65 protection ensures permanent connections. The Modlink MPV 

fits into any standard cutout in the control cabinet.

INFORMATION

 CONTROL CABINET COUPLING

FRAMES AND INSERTS 

•  Single and double versions  

• Suitable for standard cutouts

•  IP65 protection

•  Inserts for RJ45, M12, 7/8” …

• Yellow signal represents safety

•  Plug or screw connection on the back

• Modular system allows any combination
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FRAME WITH 30° ANGLE   

Additional features:

• Connectors are easily accessible

• Special protection against dust and dripping water

• Systematic cable exit

• Special bend protection for straight plugs

www.comoso.com
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CABLE ENTRY SYSTEM

 ROUND CABLE ENTRY PLATES

ROUND CABLE ENTRY PLATES

• Metric thread M50 and M63

• Simple round cut-out

• Simple snap-on without counter fixing

• IP65 protection

Pre-wired connectors and cables for data, control, bus, and measuring signals can be inserted into the 

cable entry plates without any interruptions. Connecting pre-wired cables is advantageous because they 

be immediately used. With cable entry plates, simply pass the connectors through the holes. They are sui-

table for applications with electrical cables and pneumatic hoses.

INFORMATION

CABLE ENTRY MODULES   

• No need to disconnect the cable

• Pre-wired cables possible

• Suitable for standard cut-outs

•  IP54 protection 

• Up to 20 cables

CABLE ENTRY PLATES  

•  Maintenance-free, rational connecting 

    technology

•  For cable tubes and pneumatic hoses

•  Alternative to screw-in cable connections

• Suitable for standard cut-outs

• IP65 Protection

www.comoso.com



MODLINK MSDD FRONT PANEL INTERFACES

 Your order number
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The catalog number helps you figure out whether you are ordering modules such as sockets, plug-in data connector 

inserts or frames individually or in sets. The numbers of the individual components can be found on the following 

pages. Both modules and sets can be ordered in quantities of 1 or more.

The Set  
The catalog number for the set 4000-68223-0010910 consists of number blocks A, B and C printed in bold type.     

Block A: Frame (e.g. 4000-68223-0000000)

Block B: Insert 1 (e.g. 4000-68000-0010000)

Block C: Insert 2 (e.g. 4000-68000-0910000)

for insert 2
 
with single 
frame  000

for insert 1definition
frame

B CA

4 0 0 0 6 8 2 2 3 0 0 1 0 9 1 0––

 Frame Description    Shielded   Art.-No.

  single transparent  Frame: metal, matte nickel plated   2) yes   4000-68213-000 0000

    Lid: plastic, transparent

    Outside dimensions (H x W x D): 

    120 x 66 x 32…62 mm (element dependent)

  single black  Frame: metal, black KTL 1)  –   4000-68112-000 0000

     Lid: metal, black KTL 1)

    Outside dimensions (H x W x D): 

    120 x 66 x 32…62 mm (element dependent)

  single silver  Frame: metal, matte nickel plated  2) yes   4000-68113-000 0000

    Lid: metal, matte nickel plated

    Outside dimensions (H x W x D): 

    120 x 66 x 32…62 mm (element dependent)

  double transparent   Frame: metal, matte nickel plated   2) yes   4000-68223-000 0000

    Lid: plastic, transparent 

    Outside dimensions (H x W x D): 

    120 x 131 x 32…62 mm (element dependent)

  double black  Frame: metal, black KTL 1)  –   4000-68122-000 0000

    Lid: metal, black KTL 1)

    Outside dimensions (H x W x D): 

    120 x 131 x 32…62 mm (element dependent)

  double silver  Frame: metal, matte nickel plated   2) yes   4000-68123-000 0000

    Lid: metal, matte nickel plated 

    Outside dimensions (H x W x D): 

    120 x 131 x 32…62 mm (element dependent)

 Notes

  1) KTL stands for “cataphoretic immersion painting” and ensures that   the product is given long-lasting protection from scratching and corrosion. 

  2) Only in combination with shielded inserts.

www.comoso.com
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 Notes

 Power outlets  Description     Approvals  Art.-No.

  USA (NEMA 5-15)  Plug-soldering connection 4.8 x 0.8 mm   UL    4000-68000-003 0000

    Max. nominal voltage:   125 V AC  

    Max. nominal current:    15 A

  USA (NEMA 5-15)   Reset switch 3 A, plug-soldering connection  UL   4000-68000-011 0000

    Phase 6.3 x 0.8 mm, N, PE 4.8 x 0.8 mm

    Max. nominal voltage:   125 V AC  

    Max. nominal current:    3 A

  USA (NEMA 5-15)  Screw terminals, max. 2 x AWG14 (2.5 mm2)  –    4000-68000-004 0000

    Max. nominal voltage:   125 V AC  

    Max. nominal current:    15 A

  USA (NEMA 5-15)  Screw terminals, max. 2 x AWG14 (2.5 mm2)  UL    4000-68000-324 0000

    Max. nominal voltage:   125 V AC  

    Max. nominal current:    15 A

  USA GFCI (2x NEMA 5-15)   Screw terminals, max. AWG14 (2.5 mm2)   UL   4000-68000-322 0000

    Max. nominal voltage 125 V AC  

    Max. nominal current 15 A

  USA GFCI (2x NEMA 5-20)   Screw terminals, max. AWG14 (2.5 mm2)   UL   4000-68000-328 0000

    Max. nominal voltage 125 V AC  

    Max. nominal current 20 A

  EURO/USA   Screw terminals, max. 2 x AWG14 (2.5 mm2)   –   4000-68000-010 0000

    Max. nominal voltage:  EURO: 250 V AC, USA: 125 V AC  

    Max. nominal current:  EURO: 16 A, USA: 15 A

  Denmark  Spring clamp terminals, max. 2 x 2.5 mm2,  –    4000-68000-017 0000

    Max. nominal voltage:   250 V AC  

    Max. nominal current:    10 A

  Australia   Screw terminals, max. 4 mm2  –    4000-68000-009 0000

    Max. nominal voltage:   240 V AC  

    Max. nominal current:    15 A

  India   Screw terminals, max. 2 x 4 mm2  IS 1293   4000-68000-321 0000

    Max. nominal voltage:   240 V AC  

    Max. nominal current:    6 A

  China   Screw terminals, max. 2 x 4 mm2  CCC   4000-68000-325 0000

    Max. nominal voltage:   250 V AC  

    Max. nominal current:   10 A

  For other power outlets see www. onlineshop.murrelektronik.
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 Power outlets  Description   LED Approvals  Art.-No.

  Germany     Screw terminals max. 2 x 6 mm2  yellow VDE  4000-68000-001 0000

    Max. nominal voltage:  250 V AC  

    Max. nominal current:   16 A

  Germany    Spring clamp terminals max. 2 x 2.5 mm2, – VDE  4000-68000-016 0000

    Max. nominal voltage:   250 V AC  

    Max. nominal current:    16 A

  Germany    Install in front of main switch, fluorescent yellow (RAL 1016), – VDE  4000-68000-002 0000

  yellow  Screw terminals max. 2 x 6 mm2

    Max. nominal voltage:   250 V AC  

    Max. nominal current:    16 A

  Germany    Install in front of main switch, fluorescent orange, – VDE   4000-68000-014 0000

  orange  Screw terminals max. 2 x 2.5 mm2 

    Max. nominal voltage:   250 V AC  

    Max. nominal current:    16 A

  France   Screw terminals max. 2 x 2.5 mm2 yellow UTE (NF)  4000-68000-005 0000

    Max. nominal voltage:   250 V AC  

    Max. nominal current:    16 A

  France  Screw terminals max. 2 x 2.5 mm2 – UTE (NF)  4000-68000-301 0000

    Max. nominal voltage:   250 V AC  

    Max. nominal current:    16 A

  France    Touch protected, – UTE (NF)  4000-68000-013 0000

  red  Screw terminals max. 2 x 2.5 mm2

    Max. nominal voltage:   250 V AC  

    Max. nominal current:    16 A

  France    Install in front of main switch, Fluorescent orange (RAL 2003),  – UTE (NF)  4000-68000-015 0000

  orange  Screw terminals max. 2 x 2.5 mm2 

    Max. nominal voltage:   250 V AC  

    Max. nominal current:    16 A

  Great Britain   Touch protected,  – BS    4000-68000-006 0000

    Screw terminals max. 2 x 4 mm2

    Max. nominal voltage:   250 V AC  

    Max. nominal current:    13 A

  Great Britain    Touch protected,  – BS   4000-68000-019 0000

  orange  Screw terminals max. 2 x 4 mm2

    Max. nominal voltage:   250 V AC  

    Max. nominal current:    13 A

  Italy  Screw terminals max. 2 x 2.5 mm2  – CEI 23-16  4000-68000-018 0000

     Max. nominal voltage:   250 V AC  

    Max. nominal current:    16 A

  Italy   Double power outlet touch protected,  – CEI 23-16  4000-68000-007 0000

    Screw terminals max. 2 x 2.5 mm2

    Max. nominal voltage:   250 V AC  

    Max. nominal current:    16 A

  Switzerland   Spring clamp terminals, max. 2 x 1.5 mm2 – –   4000-68000-012 0000

    Max. nominal voltage:   250 V AC  

    Max. nominal current:    10 A

  

 

 Notes

  For other power outlets see www. onlineshop.murrelektronik.
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 Data connection inserts  Description   Shielded  Approvals  Art.-No.

  SUB-D9; SUB-D9   2 x (female/male)  no  UL   4000-68000-020 0000

  SUB-D9; SUB-D9  2 x soldering connection; female no   UL   4000-68000-021 0000

  SUB-D9; SUB-D9  1 x soldering connection; female no  UL   4000-68000-022 0000

    1 x soldering connection; male

  SUB-D9  1 x soldering connection; female no  UL   4000-68000-023 0000

    1 x SUB-D9; blind plug 

  SUB-D9   1 x (female/female) no  UL   4000-68000-024 0000

  SUB-D9; SUB-D9   1 x (female/female)  no  UL   4000-68000-025 0000

    1 x (male/male)

  SUB-D9; SUB-D9  2 x (female/female)  no   UL   4000-68000-026 0000

  SUB-D9; SUB-D15   2 x (female/male)  no  UL   4000-68000-030 0000

  SUB-D9; SUB-D15  2 x soldering connection; female  no  UL   4000-68000-031 0000

  SUB-D9; SUB-D15  2 x (female/female)  no  UL   4000-68000-032 0000

     

  SUB-D9; SUB-D25   2 x (female/male) no  UL   4000-68000-040 0000

  SUB-D9; SUB-D25  2 x soldering connection; female  no  UL   4000-68000-041 0000

  SUB-D9; SUB-D25  1 x soldering connection SUB-D9; male  no  UL   4000-68000-042 0000

    1 x soldering conn. SUB-D25; female 

  SUB-D9; SUB-D25  1 x SUB-D9 female/female no     4000-68000-043 0000

    1 x SUB-D25 female/male

  SUB-D15; SUB-D15   2 x (female/male) no  UL   4000-68000-050 0000

  SUB-D15; SUB-D15  2 x soldering connection; female  no  UL   4000-68000-051 0000

  SUB-D15  1 x soldering connection; female no  UL   4000-68000-053 0000

    1 x SUB-D9; blind plug

  SUB-D15; SUB-D25   2 x (female/male)  no  UL   4000-68000-060 0000

  SUB-D15; SUB-D25  2 x soldering connection; female no  UL   4000-68000-061 0000

  SUB-D25; SUB-D25   2 x (female/male)  no  UL   4000-68000-070 0000

  SUB-D25; SUB-D25  2 x soldering connection; female no  UL   4000-68000-071 0000

  SUB-D25  1 x soldering connection; female  no  UL   4000-68000-073 0000

    1 x SUB-D9; blind plug

  SUB-D25  1 x (female/male) no  UL   4000-68000-074 0000

    1 x SUB-D9; blind plug

  SUB-D15 HD; PS2; PS2   1 x SUB-D15 HD/VGA; (female/male) no     4000-68000-080 0000

    2 x PS2; 6-pole soldering connection

  SUB-D15 HD; PS2  1 x SUB-D15 HD/VGA; no     4000-68000-081 0000

    Soldering connection; female

    1 x PS2; 6-pole soldering connection

 Notes 

   For other data connection inserts see www. onlineshop.murrelektronik.
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 Data connection inserts  Description   Shielded  Approvals  Art.-No.

  RJ45; RJ12; USB; USB (form A)   1 x RJ45; 8-pole metal, CAT5e yes  UL   4000-68000-091 0000

    1 x RJ12; 6-pole plastic

    2 x USB; (female/female), form A

  RJ45; RJ45; USB (form A)   2 x RJ45; 8-pole metal, CAT5e yes  UL   4000-68000-094 0000

    1 x USB; (female/female), form A

  RJ45; USB; USB (form A)  1 x RJ45; 8-pole metal, CAT5e yes     4000-68000-096 0000

    2 x USB; (female/female), form A

  RJ45; RJ45; USB; USB (form A)  2 x RJ45; 8-pole metal, CAT5e yes     4000-68000-097 0000

    2 x USB; (female/female), form A

  RJ12; RJ12; SUB-D9   2 x RJ12; 6-pole plastic yes     4000-68000-109 0000

    1 x SUB-D9; (female/female)

  RJ45; RJ12; SUB-D25   1 x RJ45; 8-pole metal, CAT5e no  UL   4000-68000-110 0000

    1 x RJ12; 6-pole plastic

    1 x SUB-D25; (female/male)

  RJ45; SUB-D9; SUB-D9    1 x RJ45; 8-pole metal, (female/female) no  UL   4000-68000-111 0000

    1 x SUB-D9; (female/female)

     1 x SUB-D9; (male/male)

  RJ45; RJ12; SUB-D9   1 x RJ45; 8-pole metal, CAT5e yes  UL   4000-68000-112 0000

    1 x RJ12; 6-pole plastic

    1 x SUB-D9; (female/female)

  RJ45; SUB-D9; SUB-D9   1 x RJ45; 8-pole metal, CAT5e no     4000-68000-116 0000

    2 x SUB-D9; (female/female)

  RJ45; SUB-D9; PS2; PS2;    1 x RJ45; 8-pole metal, (female/female) no  UL   4000-68000-154 0000

    1 x SUB-D9; (male/male)

    2 x PS2; (female/female)

  RJ45; RJ45   2 x RJ45; 8-pole metal, CAT5e yes  UL   4000-68000-120 0000

  RJ45  1 x RJ45; 8-pole metal, CAT5e no  UL   4000-68000-121 0000

    1 x SUB-D9; blind plug 

  RJ45; RJ45; RJ45; RJ45   4 x RJ45; 8-pole metal, CAT5e yes     4000-68000-122 0000

  RJ45; USB (form A)   1 x RJ45; 8-pole metal, CAT5e; yes  UL   4000-68000-131 0000

    1 x USB; (female/female), form A

  RJ45; USB (form A); DVI   1 x RJ45; 8-pole metal, CAT5e; yes     4000-68000-082 0000

    1 x USB; (female/female), form A;

    1 x DVI; 24-pole, (female/female)

  RJ45; SUB-D9   1 x RJ45; 8-pole metal, (female/female) yes  UL   4000-68000-141 0000

    1 x SUB-D9; (female/female) 

  RJ45; USB (form A); SUB-D9   1 x RJ45; 8-pole metal, (female/female) yes  UL   4000-68000-143 0000

    1 x USB; (female/female) form A

    1 x SUB-D9; (female/male)

  RJ45; USB (form A); SUB-D9   1 x RJ45; 8-pole metal, (female/female) yes  UL   4000-68000-144 0000

    1 x USB; (female/female), form A 

    1 x SUB-D9; (female/female)

  RJ45; USB (form A); SUB-D9   1 x RJ45; 8-pole metal, (female/female) yes     4000-68000-146 0000

    1 x USB (female/female) form A

    1 x SUB-D9 (female/soldering conn.)

 Notes 

   For other data connection inserts see www. onlineshop.murrelektronik.
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 Data connection inserts  Description   Shielded  Approvals  Art.-No.

  RJ45; USB (form A);   1 x RJ45; 8-pole metal, (female/female) yes     4000-68000-118 0000

  SUB-D9; SUB-D9  1 x USB (female/female) form A

    2 x SUB-D9 (female/female)

  RJ45; USB (form A);    1 x RJ45; 8-pole metal, (female/female) yes     4000-68000-119 0000

  SUB-D9; SUB-D9  1 x USB (female/female) form A

    1 x SUB-D9 (female/female)

    1 x SUB-D9, (male/male)

  RJ45; PS2   1 x RJ45; 8-pole metal, (female/female) no     4000-68000-151 0000

    2 x PS2; 6-pole soldering connection

  RJ45; SUB-D9; PS2; PS2   1 x RJ45; 8-pole metal, (female/female) no     4000-68000-152 0000

    1 x SUB-D9, (male/male)

    2 x PS2; 6-pole soldering connection

  RJ45; RJ45; SUB-D25    2 x RJ45; 8-pole metal, CAT5e  yes  UL   4000-68000-160 0000

    1 x SUB-D25; (female/male)

  RJ45; RJ45; SUB-D9    2 x RJ45; 8-pole metal, CAT5e  yes     4000-68000-162 0000

    1 x SUB-D9; (female/male)

  RJ45; SUB-D9; SUB-D25    1 x RJ45; 8-pole metal, CAT5e  no  UL   4000-68000-170 0000

    1 x SUB-D9; (female/male)

    1 x SUB-D25; (female/male)

  RJ45; BNC; SUB-D9    1 x RJ45; 8-pole metal, CAT5e  yes     4000-68000-180 0000

    1 x BNC; (female/female)

    1 x SUB-D9; (female/male)

  RJ45; BNC; SUB-D9    1 x RJ45; 8-pole metal, CAT5e  no     4000-68000-181 0000

    1 x BNC; (female/female)

    1 x SUB-D9; (female/female)

  USB (form A)   1 x USB; (female/female), form A yes  UL   4000-68000-092 0000

    blind plate for SUB-D9

  USB; USB (form A)   2 x USB; (female/female), form A yes  UL   4000-68000-093 0000

  USB; USB; USB; USB (form A)   4 x USB; (female/female), form A no     4000-68000-095 0000

  USB (form A); SUB-D9   1 x USB; (female/female), form A  no     4000-68000-102 0000

    1 x SUB-D9; (female/soldering conn.)

  USB (form A); SUB-D25   1 x USB; (female/female), form A  yes  UL   4000-68000-101 0000

    1 x SUB-D25; (female/male)

  USB (form A); SUB-D25; RJ45   1 x USB; (female/female), form A  yes  UL   4000-68000-145 0000

    1 x SUB-D25; (female/male)

    1 x RJ45; 8-pole metal, CAT5e

  USB (form A); RJ45; SUB-D25   1 x USB; (female/female), form A  yes     4000-68000-147 0000

    1 x  RJ45; 8-pole metal; CAT5e

    1 x SUB-D25 (female/soldering conn.)

  USB (form A); RJ12; SUB-D9    1 x USB; (female/female), form A yes     4000-68000-148 0000

    1 x  RJ12; 6-pole plastic

     1 x SUB-D9; (female/female)

 Notes 

   For other data connection inserts see www. onlineshop.murrelektronik.
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 Data connection inserts  Description   Shielded  Approvals  Art.-No.

  PS2; PS2; SUB-D25    2 x PS2; 6-pole soldering connection no     4000-68000-150 0000

    1 x SUB-D25; (female/male)

  PS2; PS2; RJ45; USB (form A)   2 x PS2; 6-pole soldering connection no     4000-68000-153 0000

    1 x USB; (female/female), form A

    1 x RJ45; 8-pole metal, (female/female)

  BNC; BNC    2 x BNC; (female/female) no     4000-68000-190 0000

 Data connection inserts with Cable Description   Shielded  Approvals  Art.-No.

  USB; USB (form A); RJ45   2 x USB female form A/0.7 m cable  yes     4000-68000-098 0000

    1 x  RJ45; 8-pole metal; CAT5e 

  USB; USB (form A); RJ45; RJ45   2 x USB female form A/0.7 m cable  yes     4000-68000-099 0000

    2 x  RJ45; 8-pole metal; CAT5e 

  USB (form A); SUB-D25  1 x USB female form A/0.7 m cable yes     4000-68000-100 0000 

    1 x  SUB-D25 (female/male)

  USB (form A); RJ45  1 x USB female form A/0.7 m cable yes     4000-68000-130 0000

    1 x  RJ45; 8-pole metal; CAT5e

  USB (form A); RJ45; SUB-D9  1 x USB female form A/0.7 m cable yes     4000-68000-140 0000

    1 x  RJ45; 8-pole metal; CAT5e

    1 x SUB-D9 (female/male)

 Power outlets and data connect. inserts Description   Shielded  Approvals  Art.-No.

  NEMA 1-15; RJ45; SUB-D25  Plug-soldering connection 4.8 x 0.8 mm no  UL   4000-68000-400 0000

    1 x  RJ45; 8-pole metal; CAT5e

    1 x  SUB-D25 (female/male)

  NEMA 5-15; RJ45; SUB-D9  Plug-soldering connection 4.8 x 0.8 mm yes  UL   4000-68000-401 0000

    1 x  RJ45; 8-pole metal; CAT5e

    1 x  SUB-D9 (female/female)

  NEMA 5-15; RJ45; SUB-D9  Plug-soldering connection 4.8 x 0.8 mm yes  UL   4000-68000-402 0000

    1 x  RJ45; 8-pole metal; CAT5e

    1 x  SUB-D9 (female/male)

  NEMA 5-15; RJ45; USB  Plug-soldering connection 4.8 x 0.8 mm yes  UL   4000-68000-403 0000

    1 x  RJ45; 8-pole metal; CAT5e

    1 x  USB (female/female), form A

  NEMA 5-15; RJ45  Plug-soldering connection 4.8 x 0.8 mm yes  UL   4000-68000-404 0000

    1 x  RJ45; 8-pole metal; CAT5e

  NEMA 5-15; RJ45; RJ12  Plug-soldering connection 4.8 x 0.8 mm no     4000-68000-405 0000

    1 x  RJ45; 8-pole metal; CAT5e

    1 x  RJ12; 6-pole plastic

 Notes

   For other data connection inserts see www. onlineshop.murrelektronik.
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  Gender Changer    RJ45   RJ45; (female/female) – UL   4000-68000-904 0010

       RJ12  RJ12; (female/female) –    4000-68000-904 0011

    USB  USB; (form A to A) –    4000-68000-904 0020

      USB; (form A to B) –    4000-68000-904 0025

      SUB-D  SUB-D9; (female/female) – UL   4000-68000-904 0030

      SUB-D9; (female/male) – UL   4000-68000-904 0031

      SUB-D9; (male/male) – UL   4000-68000-904 0032

       SUB-D15; (female/male) – UL   4000-68000-904 0040

      SUB-D15; (female/female) – UL   4000-68000-904 0041

      SUB-D15; (male/male) – UL   4000-68000-904 0042

      HD SUB-D15/VG; (female/male) – UL   4000-68000-904 0045

      SUB-D25; (female/female) – UL   4000-68000-904 0050

      SUB-D25; (female/male) – UL   4000-68000-904 0051

      PS2; (female/female) –    4000-68000-904 0060

      Mini DIN; (female/female) –    4000-68000-904 0065

      BNC –    4000-68000-904 0070

      DVI; (female/female) –    4000-68000-904 0080

    Fire Wire  Fire Wire; (IEEE 1394) (6/6-pole) –    4000-68000-904 0090

      Fire Wire; (IEEE 1394) (6/4-pole) –    4000-68000-904 0093

      Fire Wire; (IEEE 1394) (4/4-pole) –    4000-68000-904 0096

 Accessories Description   Shielded Approvals  Art.-No.

  Flat blind plate   For self-installation  no  UL   4000-68000-890 0000

    of connectors or switches

    usable space 45 x 75 mm

  Deep blind plate   This free space enables self-installation  no  UL   4000-68000-891 0000

    of connectors or switches

    usable space 34 x 58 mm 

    cavity 13 mm

  Pre-cutted blind plates  1 x USB; 1 x RJ45; 1 x SUB-D9 yes  UL   4000-68000-850 0000

    1 x USB; 1 x RJ45; 1 x SUB-D25 yes  UL   4000-68000-851 0000

  Housing    single HxWxD = 180 x 94 x 81 mm,    4000-68000-906 0010

  for Modlink MSDD  with 4 blind plugs (M16 x 1.5)

    double  HxWxD = 182 x 180 x 90 mm,   4000-68000-906 0020

     with 6 blind plugs (M16 x 1.5)    

    Cable M16 (M16 x 1.5 with O-ring)   4000-68000-906 0030

    gland

  Cables     SUB-D SUB-D9; 2 m, (male/male) yes  4000-68000-903 0010

     SUB-D9; 5 m, (male/male) yes  4000-68000-903 0011

     SUB-D9; 2 m, (female/male) yes  4000-68000-903 0020

     SUB-D9; 5 m, (female/male) yes  4000-68000-903 0021

     SUB-D25; 1.8 m, (female/male) yes  4000-68000-903 0040

     SUB-D25; 5 m, (female/male) yes  4000-68000-903 0041

      USB USB (form A); 2 m, (male/male) yes  4000-68000-903 0050

     USB (form A); 5 m, (male/male) yes  4000-68000-903 0051

     USB (form A); 2 m, (male/male) PUR yes  4000-68000-903 0052

     USB (form A); 5 m, (male/male) PUR yes  4000-68000-903 0053

     USB (form A+form B); 2 m yes  4000-68000-903 0054

     USB (form A+form B); 5 m yes  4000-68000-903 0055

      RJ45 RJ45; 2m, 8/8-pole, metal, CAT6 yes  4000-68000-903 0060

     RJ45; 5m, 8/8-pole, metal, CAT6 yes  4000-68000-903 0061

     RJ45; 10m, 8/8-pole, metal, CAT6 yes  4000-68000-903 0062

 Notes 
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 Others  Description     Shielded Approvals Art.-No.

  Protection cap   SUB-D  SUB-D9; female  UL   4000-68000-910 0000

      SUB-D9; male   UL    4000-68000-913 0000

      SUB-D15; female   UL    4000-68000-911 0000

      SUB-D25; female   UL    4000-68000-912 0000

  Labels      UL   4000-68000-900 0000

  Locking mechanism   Clasp black MSDD frame     4000-68000-930 0000

  

 Service Receptacles Description     Shielded Approvals Art.-No.

  Built-in socket  USB  USB female/form A,      4000-73000-005 0000

      0.6 m cable 

       USB female/form A,      4000-73000-006 0000

      1 m cable 

 

    

  

  Built-in socket  RJ45  RJ45 female/female       4000-73000-001 0000

      8-pole, CAT5e

      

MODLINK MSDD FRONT PANEL INTERFACES

 Notes
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MARKET REQUIREMENTS

Continous and permanent connection into the field  

In order to enable continuous data transfer, fieldbus systems require a reliable and 

permanent connection to control cabinets or industrial PCs. In order to ensure a perma-

nent connection, the protection requirements are high for the interfaces and cable entry 

systems. Another important aspect of continuous data transfer is a fast and simple 

setup. The system has to be able to be plugged in quickly and then remain permanently 

connected. The Modlink MPV control cabinet interface is designed for a modular system 

and ensures continous connections to Profinet systems via d-coded M12 and RJ45. Using 

Modlink MPV and the MSDD cable entry plates from Murrelektronik is beneficial pre-wired 

and tested standard connectors and cables can be used. With Murrelektronik interfaces, 

fast setup and continous connections reduce of service and maintenance work.

MODLINK MPV  
PERMANENT CONNECTION INTO THE FIELD 

Continous and permanent connection into the field

19
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MODLINK MPV CONTROL CABINET COUPLING
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for Insert 1

B CA

1 2 2 1 0 0 2 0 0 0–– 6 94 0 0 0

 MPV Frame Description        Art.-No.

  single   for standard cut-out       4000-69112-000 0000

    size 6 (35 x 52 mm), IP65

  double   for standard cut-out       4000-69122-000 0000

    size 24 (35 x 112 mm), IP65

  single   (30°-angle)   for standard cut-out       4000-69212-000 0000

    size 6 (35 x 52 mm), IP65

  double   (30°-angle)   for standard cut-out       4000-69222-000 0000

    size 24 (35 x 112 mm), IP65

 MPV Inserts Description        Art.-No.

  M12  M12; (female) B-coded, SUB-D9; (female), IP65      4000-69000-100 0000

    M12; (male/female) 5-pole, IP65     4000-69000-104 0000

    M12; (female) 5-pole, A-coded on clamp, IP65     4000-69000-105 0000

    M12; (male/female) 5-pole, B-coded, IP65     4000-69000-106 0000

    M12; (male/female) 6-pole, Cube67, IP65     4000-69000-108 0000

    M12; (female) 5-pole, IP65 on clamp yellow (Safety)     4000-69000-109 0000

    M12; (female) 4-pole, D-coded auf RJ45, IP65     4000-69000-110 0000

  LWL  LWL; (male/male)      4000-69000-520 0000

          

  M23  M23; (female) 12-pole; wires 3 m, IP65      4000-69000-150 0000

    M23; (female) 19-pole; wires 3 m, IP65     4000-69000-160 0000

         

  7/8”  7/8”; (female), IP65, spring clamp terminals      4000-69000-200 0000

    7/8”; (female), IP65, spring clamp terminals yellow (Safety)      4000-69000-202 0000

  RJ45  RJ45; (female/female) IP65     4000-69000-250 0000

    

  

     

 MPV Accessories Description        Art.-No.

  Blind insert   for sealing of unused cuts, IP65      4000-69000-900 0000

  Blind insert yellow   for sealing of unused cuts, IP65 (Safety)      4000-69000-910 0000

       

  male   RJ45, male straight, IP65      4000-69000-950 0050

      RJ45, male 90°, IP65      4000-69000-950 0060

 Your order number 

  

 Notes 

  

The catalog number helps you figure out whether you are ordering modules such as inserts or frames individually or 

in sets. With a set, you only need one catalog number for up to 3 components.

The Set 
The catalog number for the set 4000-69122-1002000
consists of number blocks A, B and C printed in bold type.  

Block A: Frame (z.B. 4000-69122-0000000)

Block B: Insert 1 (z.B. 4000-69000-1000000)

Block C: Insert 2 (z.B. 4000-69000-2000000)

for Insert 2
  
with single 
Frame 000

definition
frame
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MODLINK MSDD CABLE ENTRY SYSTEMS

 Cable entry systems Description        Art.-No.

  Modules size 16   for 2 cables  (2 large, 0 small)      4000-70103-000 2000

    for 4 cables  (0 large, 4 small)      4000-70103-000 4000

    for 5 cables  (1 large, 4 small)      4000-70103-010 4000

    for 8 cables  (0 large, 8 small)      4000-70103-000 8000

  Modules size 24   for 4 cables  (2 large, 2 small)      4000-70103-020 2000

    for 7 cables  (1 large, 6 small)      4000-70103-010 6000

    for 10 cables  (0 large, 10 small)      4000-70103-001 0000

  Small glands   for cable diameter 3…4 mm       4000-70403-000 1030

  with cable tie  for cable diameter 4…5 mm       4000-70403-000 1040

    for cable diameter 5…6 mm       4000-70403-000 1050

    for cable diameter 6…7 mm       4000-70403-000 1060

    for cable diameter 7…8 mm       4000-70403-000 1070

    for cable diameter 8…9 mm       4000-70403-000 1080

    for cable diameter 9…10 mm       4000-70403-000 1090

    for cable diameter 10…11 mm       4000-70403-000 1100

    for cable diameter 11…12 mm       4000-70403-000 1110

    for cable diameter 12…13 mm       4000-70403-000 1120

    for cable diameter 13…14 mm       4000-70403-000 1130

    for cable diameter 14…15 mm       4000-70403-000 1140

    for cable diameter 15…16 mm       4000-70403-000 1150

  Large glands   for cable diameter 16…17 mm       4000-70403-010 0160

  with cable tie  for cable diameter 17…18 mm       4000-70403-010 0170

    for cable diameter 18…19 mm       4000-70403-010 0180

    for cable diameter 19…20 mm       4000-70403-010 0190

    for cable diameter 20…21 mm       4000-70403-010 0200

    for cable diameter 21…22 mm       4000-70403-010 0210

    for cable diameter 22…23 mm       4000-70403-010 0220

    for cable diameter 23…24 mm       4000-70403-010 0230

    for cable diameter 24…25 mm       4000-70403-010 0240

    for cable diameter 25…26 mm       4000-70403-010 0250

    for cable diameter 26…27 mm       4000-70403-010 0260

    for cable diameter 27…28 mm       4000-70403-010 0270

    for cable diameter 28…29 mm       4000-70403-010 0280

    for cable diameter 29…30 mm       4000-70403-010 0290

    for cable diameter 30…31 mm       4000-70403-010 0300

  Special glands  Blind gland small      4000-70503-000 1010

     Blind gland large      4000-70503-010 0010

    for 1 AS-Interface cable      4000-70503-000 1020

    for 2 AS-Interface cables      4000-70503-000 1030

    for 2 cables (diameter 5 mm)      4000-70503-000 1050

    for 2 cables (diameter 6 mm)      4000-70503-000 1060

    Adapter for gland      4000-70503-010 0020

 Cable entry plates Description        Art.-No.

  size 24  for cable diameter 8…12 mm (12x)      4000-70603-024 0120

    for cable diameter 3…6.5 mm (6x), 5…9.2 mm (4x), 9.6…15.9 mm (4x)     4000-70603-024 0140

    for cable diameter 5…9.2 mm (17x)      4000-70603-024 0170

    for cable diameter 3…6.5 mm (16x), 5…9.2 mm (4x), 8…12.5 mm (2x)     4000-70603-024 0220

    for cable diameter 4.3…8.1 mm (23x)      4000-70603-024 0230

    for cable diameter 3…6.5 mm (29x)      4000-70603-024 0290

 Cable entry plates round Description        Art.-No.

  M50    for cable diameter 6 - 10 mm (3x), 9.6 - 15.9 mm (1x)       4000-70703-050 0040

    for cable diameter 3 - 5.5 mm (1x), 5 - 9.2 mm (5x)      4000-70703-050 0060

      for cable diameter 3.5 - 6.5 mm (7x), 6 - 10 mm (1x)       4000-70703-050 0080

    Locknut M50, plastic black      4000-70704-050 0000

  M63    for cable diameter 3.5 - 6.5 mm (2x), 5 - 9.2 mm (4x), 9.6 - 15.9 mm (2x)    4000-70703-063 0080

    for cable diameter 3 - 5.5 mm (6x), 3.5 - 6.5 mm (6x), 6 - 10 mm (1x)     4000-70703-063 0130

    for cable diameter 3 - 5 mm (19x)      4000-70703-063 0190

      Locknut M63, plastic black      4000-70704-063 0000

 Notes 

  For sale only in packing units
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MODLINK MSDD CABLE ENTRY SYSTEMS

 Accessories Description        Art.-No.

  Blind plates    size 16       4000-70202-000 1000

    size 24 BP/N24       4000-70202-000 2000

  Adapters  from size 24 to 16      4000-70203-010 0000

  Cable strain relief    for 1 cable       4000-70302-000 0010

    for 5 cables      4000-70302-000 0050

    for 9 cables      4000-70302-000 0090

  Cable tie    for gland, length = 75 mm       4000-70902-007 5220

    for gland, length = 160 mm      4000-70902-016 0450

    for gland, length = 180 mm      4000-70902-018 0800

  Labels    20 x 9 mm      4000-70920-000 0000

 Notes 

  For sale only in packing units
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Murrelektronik GmbHFalkenstraße 3, D-71570 OppenweilerP.O. Box 1165, D-71567 Oppenweiler

Phone  +49 7191 47-0Fax  +49 7191 47-130info@murrelektronik.comwww.murrelektronik.com

The information in this brochure has been compiled with the utmost care. Liability for the correctness, completeness and topicali-

ty of the information is restricted to gross negligence.
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