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Moduflex Valve System
Size 1 Pressure Regulators

Catalog 0600P-E

Accessories

Note: 85 Durometer minimum for pneumatic connectors.

Size 1 
Pressure Regulator
The thrust developed by a cylinder often requires 
adjustment by controlling pressure to the front or back 
of the piston. The pressure regulation module enables 
manual adjustment of pressure with visual indication 
provided by the pressure gauge.

Pressure Regulator with Gauge Size 1

Pressure Range Size 1 Replacement 
Gauge

0 to 30 PSI P2M1PXSR
Weight 5.12 oz

P2M1K0GT
Weight 1.06 oz

0 to 60 PSI P2M1PXSM
Weight 5.12 oz

P2M1K0GL
Weight 1.06 oz

0 to 120 PSI P2M1PXSG
Weight 5.12 oz

P2M1K0GN
Weight 1.06 oz

P2M1PXSN

P2M1PXSG

Pressure Regulator 
without Gauge Size 1

Pressure Range Size 1

0 to 30 PSI P2M1PXST
Weight 4.06 oz

0 to 60 PSI P2M1PXSL
Weight 4.06 oz

0 to 120 PSI P2M1PXSN
Weight 4.06 oz

P2M1K0GN

PMDYY1

FMD04-1 CMD04-1 FMD07-1B CMD07-1B

HMDXX1

Pneumatic Connectors for 
Size 1 Regulators

Elbow Version Straight Version

Weight 
(oz) 

Order 
Code 

Weight
(oz) 

Order 
Code  

Tube 
Push-in 

Connector

5/32" = 
4mm OD

0.18 CMD04-1 0.07 FMD04-1

6mm OD 0.18 CMD06-1 0.11 FMD06-1

1/4" OD 0.18 CMD07-1B 0.11 FMD07-1B

Plug — — — 0.18 PMDYY1

Double Male 
Union 

(For Peripheral 
Valve Modules)

— — — 0.21 HMDXX1
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Pressure Regulator 
without Gauge Size 2

Pressure Range Size 2

0 to 30 PSI P2M2PXST
Weight 6.00 oz

0 to 60 PSI P2M2PXSL
Weight 6.00 oz

0 to 120 PSI P2M2PXSN
Weight 6.00 oz

Note: 85 Durometer minimum for pneumatic connectors.

Pressure Regulator with Gauge Size 2

Pressure 
Range Size 2 Replacement 

Gauge

0 to 30 PSI P2M2PXSR
Weight 4.94 oz

P2M1K0GT
Weight 1.06 oz

0 to 60 PSI P2M2PXSM
Weight 4.94 oz

P2M1K0GL
Weight 1.06 oz

0 to 120 PSI P2M2PXSG
Weight 4.94 oz

P2M1K0GN
Weight 1.06 oz

P2M2PXSN

P2M2PXSR

Moduflex Valve System
Size 2 Pressure Regulators

Catalog 0600P-E

Accessories

Size 2 
Pressure Regulator
The thrust developed by a cylinder often requires 
adjustment by controlling pressure to the front or back 
of the piston. The pressure regulation module enables 
manual adjustment of pressure with visual indication 
provided by the pressure gauge.

P2M1K0GN

PMDYY2

HMDXX2

Pneumatic Connectors for 
Size 2 Regulators

Elbow Version Straight Version

Weight 
(oz) 

Order 
Code 

Weight
(oz) 

Order 
Code  

Tube 
Push-in 

Connector

6mm OD 0.18 CMD06-2 0.11 FMD06-2

1/4" OD 0.18 CMD07-2B 0.11 FMD07-2B

8mm OD 0.21 CMD08-2 0.14 FMD08-2

3/8" OD 0.21 CMD09-2B 0.14 FMD09-2B

10mm OD 0.25 CMD10-2 0.18 FMD10-2

12mm OD 0.28 CMD12-2 0.21 FMD12-2

1/2" OD — — 0.21 FMD13-2B

Plug — — — 0.18 PMDYY2

Double Male 
Union 

(For Peripheral 
Valve Modules)

— — — 0.28 HMDXX2

CMD09-2BFMD09-2B
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