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Catalog 0700P-E

Hi-Flow 09L Series

09L Mist Lubricators – Hi-Flow

Features
•	 Metal bowl with sight gauge and manual 

drain – standard.

•	 Transparent sight dome for 360° visibility.

•	 Bowl can be filled while air line is under 
pressure.

•	 Proportional oil delivery over a wide range 
of air flows.

•	 High Flow: 1000 – SCFM §

Ordering Information

	 09L	 8	 4  	 B	 *	 —	

Port Size 

	 8	 2 Inch

Options 

	 B	 Without Tamperproof 	
		  Cap

Bowl Options 

Metal Bowl
	 4	 1 Quart 
		  Sight Gauge / 
		  Manual Drain
	 P	 3 Quart 
		  Sight Gauge / 
		  Manual Drain

Port Type

	 Blank	 NPT

09L Lubricator Dimensions
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Port Size NPT

  Metal Bowl / Sight Gauge – 1 Quart

2" 09L84B*

  Metal Bowl / Sight Gauge – 3 Quart

2"  09L8PB*
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BOLD ITEMS ARE MOST POPULAR.

Standard part numbers shown bold. For other models refer to 
ordering information below.

§	SCFM = Standard Cubic Feet Per Minute at 900 psig Inlet, and 5 psig 
Pressure Drop.
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09L Series
Air Line Mist Lubricators

Catalog 0700P-E

Technical Specifications – 09L

Technical Information

  Primary Pressure - bar
 2.1 4.1 6.2 7.0 8.2

  Primary Pressure - PSIG
 30 60 90 100 120 

1

2

3

4

5

0

.1

.2

.3

0
0

200 400 600 800 1000 1200 14001400

0 100 200 300 400 500 600 700

 Flow Characteristics
09L8PB* 2 Inch Ports
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Specifications
Bowl Capacity ............................................................1 Qt. (Standard)

  3 Qt. (Optional) 

Bowl................................................................Metal with Sight Gauge

Drain......................................................................Manual Twist Drain

Port Threads.............................................................................. 2 Inch

Pressure & Temperature Rating ............ 0 to 150 psig (0 to 10.3 bar)
32°F to 150°F (0°C to 66°C)

Suggested Lubricant ............................................................F442 Oil

Petroleum based oil of 100 to 200 SSU viscosity at 100°F (38°C) 
and an aniline point greater than 200°F (93°C).

(DO NOT USE OILS WITH ADDITIVES, COMPOUNDED OILS 
CONTAINING SOLVENTS, GRAPHITE, DETERGENTS, OR 
SYNTHETIC OILS.)

Weight –	1 Qt............................................................... 10.2 lb. (4.6 kg)
	 3 Qt............................................................... 13.7 lb. (6.2 kg)

Materials of Construction
Body	....................................................................Zinc Alloy, Die Cast

09L Lubricator Kits & Accessories
Fill Cap Kit.............................................................................. PS610P

Lubricator Service Kit ........................................................... PS607P

Metal Bowl – Sight Gauge / Twist Drain................................PS612P*

Oil –	1 Gal..............................................................................F442002
	 12 Quart Case...............................................................F442003
	 4 Gallon Case...............................................................F442005

Sight Dome Kit ...................................................................... PS613P

* 1 Quart Bowl
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