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Catalog SC2000/USA SC2000 Series
Check ValvesFeatures & Specifications

Features

• Simple 3-piece design

• Piston type stem

• Investment cast 316 stainless steel body

• Cast arrow on body indicates flow direction

Materials
Item Description Material

1 Body 316 Stainless Steel

2 Stem Nitrided Carbon Steel

3 Plug Nitrided Carbon Steel

Specifications

• Horizontal service only

• Media:  Water, steam, oil

• Maximum Pressure:  500 PSI (34 Bar)

• Maximum Temperature:  450°F (232°C)

Dimensions
Model Number                                 Dimensions

Size NPTF BSPTR A ∅∅∅∅∅C D (Hex) H1 H2
1/2" L194-2005 L194-2105 2.50  (63.5) 1.11  (28.2) 1.11  (28.2) 1.54  (39.1) 0.64  (16)

3/4" L194-3005 L194-3105 2.94  (74.7) 1.37  (34.8) 1.37  (34.8) 1.98  (50.3) 0.79  (20)

1" L194-4005 L194-4105 3.50  (88.9) 1.74  (44.2) 1.74  (44.2) 2.45  (62.2) 0.99  (25)

1-1/4" L194-5005 L194-5105 4.06  (103.1) 1.99  (50.5) 1.99  (50.5) 3.05  (77.5) 1.14  (29)

1-1/2" L194-6005 L194-6105 4.62  (117.3) 2.38  (60.5) 2.38  (60.5) 3.51  (89.2) 1.35  (34)

2" L194-7005 L194-7105 5.75 (146.0) 3.00  (76.2) 3.00  (76.2) 4.42 (112.3) 1.71 (43.4)

1

2

3

D Hex

∅C

H1

H2

A

Inline Check Valves

Flow Values
Body Size Flow (Cv)

1/2" 4.2

3/4" 7.5

1" 14.1

1¼" 24.8

1½" 30.7

2"           52.0

Millimeter equivalents
for inch dimensions
shown in ( ).

www.co
mos

o.c
om



3 Parker Hannifin Corporation
Sinclair Collins Division
Akron, Ohio 44311  USA

Catalog SC2000/USA SC2000 Series
Check Valves

Port Model
 Size Number ∅∅∅∅∅C ∅∅∅∅∅D ∅∅∅∅∅d ∅∅∅∅∅F f ∅∅∅∅∅h H1 H2 L  T ∅∅∅∅∅BC

1/2" L194-2305
1.11 1.38 0.62 3.75 0.062 0.63 1.69 0.64 5.51 0.56 2.63

(28.2) (35) (15.7) (95.3) (1.6) (16) (43) (16.3) (140) (14.3) (66.7)

3/4" L194-3305
1.37 1.69 0.82 4.63 0.062 0.75 2.13 0.78 5.91 0.63 3.25

(34.8) (43) (20.8) (117.6) (1.6) (19) (54.1) (19.8) (150) (16) (82.6)

1" L194-4305
1.74 2.00 1.05 4.88 0.062 0.75 2.64 1.00 6.69 0.69 3.50

(44.2) (51) (26.7) (124) (1.6) (19) (67) (25.4) (170) (17.5) (88.9)

1¼" L194-5305
2.00 2.50 1.38 5.25 0.062 0.75 3.19 1.14 7.48 0.75 3.88

(50.8) (63.5) (35.0) (134) (1.6) (19) (81) (29) (190) (19.1) (98.5)

1½" L194-6305
2.38 2.88 1.61 6.13 0.062 0.88 3.64 1.35 7.87 0.81 4.50

(60.5) (73.1) (40.9) (156) (1.6) (22.2) (92.5) (34.3) (200) (20.7) (114.3)

2" L194-7305
3.00 3.63 2.07 6.50 0.062 0.75 4.56 1.71 9.06 0.88 5.00

(76.2) (92.2) (52.5) (165) (1.6) (19) (115.8) (43.4) (230) (22.3) (127)
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Specifications

Flange Mounted
Check Valves

ANSI Flanges

Port Model
 Size Number ∅∅∅∅∅C ∅∅∅∅∅D ∅∅∅∅∅d ∅∅∅∅∅F f ∅∅∅∅∅h H1 H2 L  T ∅∅∅∅∅BC

1/2" L194-2505
1.11 2.05 0.59 3.74 0.04 0.59 1.69 0.64 5.75 0.55 2.76

(28.2) (52) (15) (95) (1) (15) (43) (16.3) (146) (14) (70)

3/4" L194-3505
1.37 2.28 0.78 3.94 0.04 0.59 2.13 0.78 5.75 0.63 2.95

(34.8) (58) (20) (100) (1) (15) (54.1) (19.8) (146) (16) (75)

1" L194-4505
1.74 2.76 0.98 4.92 0.04 0.75 2.64 1.00 6.57 0.63 3.54

(44.2) (70) (25) (125) (1) (19) (67) (25.4) (167) (16) (90)

1¼" L194-5505
2.00 3.15 1.25 5.31 0.08 0.75 3.19 1.14 7.48 0.71 3.94

( 50.8) (80) (32) (135) (2) (19) (81) (29) (190) (18) (100)

1½" L194-6505
2.38 3.35 1.58 5.51 0.08 0.75 3.64 1.35 7.48 0.71 4.13

(60.5) (85) (40) (140) (2) (19) (92.5) (34.3) (190) (18) (105)

2" L194-7505
3.00 3.94 1.96 6.10 0.08 0.75 4.56 1.71 8.50 0.71 4.72

(76.2) (100) (50) (155) (2) (19) (115.8) (43.4) (216) (18) (120)

JIS Flanges

Port Model
 Size Number ∅∅∅∅∅C ∅∅∅∅∅D ∅∅∅∅∅d ∅∅∅∅∅F f ∅∅∅∅∅h H1 H2 L  T ∅∅∅∅∅BC

1/2" L194-2405
1.11 1.77 0.68 3.74 0.08 0.55 1.69 0.64 5.12 0.63 2.56
(28) (45) (17.3) (95) (2) (14) (43) (16.3) (130) (16) (65)

3/4" L194-3405
1.37 2.28 0.88 4.13 0.08 0.55 2.13 0.78 5.91 0.71 2.95
(35) (58) (22.3) (105) (2) (14) (54.1) (19.8) (150) (18) (75)

1" L194-4405
1.74 2.68 1.12 4.53 0.08 0.55 2.64 1.00 6.30 0.71 3.35
(44) (68) (28.5) (115) (2) (14) (67) (25.4) (160) (18) (85)

1¼" L194-5405
2.00 3.07 1.46 5.51 0.08 0.71 3.19 1.14 7.09 0.71 3.94

(50.8) (78) (37.2) (140) (2) (18) (81) (29) (180) (18) (100)

1½" L194-6405
2.38 3.46 1.70 5.91 0.12 0.71 3.64 1.35 7.87 0.71 4.33

(60.5) (88) (43.1) (150) (3) (18) (92.5) (34.3) (200) (18) (110)

2" L194-7405
3.00 4.01 2.14 6.5 0.12 0.71 4.56 1.71 9.05 0.79 4.92

(76.2) (102) (54.5) (165) (3) (18) (115.8) (43.4) (230) (20) (125)

DIN Flanges

Millimeter equivalents
for inch dimensions
shown in ( ).
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L194 – 05

Series
SC2000 Check Valve

Port /Flange Size
Inline ANSI DIN JIS

2 1/2" 1/2" DN15 15

3 3/4" 3/4" DN20 20

4 1" 1" DN25 25

5 1-1/4 1-1/4" DN32 32

6 1-1/2" 1-1/2" DN40 40

7 2" 2" DN50 50

Port Thread or Flange Style
0 NPTF Threads

1 BSPTR Threads

3 ANSI Flange (300#)

4 DIN Flange (PN40)

5 JIS Flange (20K)

Examples:

L194-2005  =  1/2" NPTF Threads, Stainless Steel Body
L194-4105  =  1" BSPTR Threads, Stainless Steel Body

Body
05   Stainless Steel

WARNING
FAILURE OR IMPROPER SELECTION OR IMPROPER USE OF THE PRODUCTS AND/OR SYSTEMS DESCRIBED HEREIN OR RELATED ITEMS
CAN CAUSE DEATH, PERSONAL INJURY AND PROPERTY DAMAGE.

This document and other information from Parker Hannifin Corporation, its subsidiaries and authorized distributors provide product and/or system
options for further investigation by users having technical expertise.  It is important that you analyze all aspects of your application, including
consequences of any failure, and review the information concerning the product or system in the current product catalog.  Due to the variety of operating
conditions and applications for these products or systems, the user, through its own analysis and testing, is solely responsible for making the final
selection of the products and systems and assuring that all performance, safety and warning requirements of the application are met.

The products described herein, including without limitation, product features, specifications, designs, availability and pricing, are subject to change by
Parker Hannifin Corporation and its subsidiaries at any time without notice.

!

Parker Hannifin Corporation
Sinclair Collins Division
454 Morgan Avenue
Akron, Ohio 44311  USA
Phone: (330) 724-3535
Fax: (330) 724-3956
Web site: http://www.parker.com/sc
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www.comoso.com   |   info@comoso.com   |   800.696.6165

Controlled Motion Solutions, Inc.

4000 E. Brundage Lane
Bakersfield, CA 93307
tel 661.324.2260   fax 661.324.9124

950 El Sobrante Road
Corona, CA 92879
tel 951.582.7007   fax 951.735.2106

11947 Florence Boulevard, Suite 5
Santa Fe Springs, CA 90670
tel 562.921.0713   fax 562.921.0793

1022 W. Burbank Boulevard
Burbank, CA 91506
tel 818.238.9273   fax 818.238.9283

2325 Auto Park Way
Escondido, CA 92029
tel 760.781.3555   fax 760.781.3550

911 N. Poinsettia Street
Santa Ana, C A 92701
tel 714.541.2244   fax 714.541.2266

1121 Bay Boulevard, Suite C
Chula Vista, CA 91911
tel 619.424.9901   fax 619.424.9918

5370 S. Watt Avenue, Suite 300
Sacramento, CA 95826
tel 800.532.8837   fax 800.370.0447

1320 S. Priest Drive, Suite 107
Tempe, AZ 85281
tel 602.437.8799   fax 602.437.8597 
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