Catalog 3501E g @

High Pressure Carbon Steel Ball
Valves Series 500HP, 506HP, 507HP

MATERIALS OF CONSTRUCTION

VALVE BODY: CARBON STEEL
BALL: STEEL
) DELRIN WITH MOLYBDENUM
SEATS: DISULPHIDE
STEM SEALS: NITRILE O-RINGS
HANDLE: STEEL
SPECIFICATIONS
PRESSURE
RANGE: 6,000 PSI
TEMPERATURE o o
RANGES: -10° TO +210°F
QUARTER TURN IS “ON” OR “OFF?
%Zﬁgﬁgﬁ%m (PROVIDES POSITIVE STOP
ACTION FOR FULL SHUTOFF.)
STYLE TYPE MATERIAL SIZE
v 590 HP -4
V-VALVE
Sl VP-VALVE, PADLOCKING HANDLE
TYPE 500-FEMALE/FEMALE NPT PORTS
MATERIAL | HP-HIGH PRESSURE CARBON STEEL
SizE 16U B2, 1294, 1617, 201 Parker’s industrial ball valve product line is intended for general
purpose use. Please be aware that ball valves are intended for
STYLE TYPE MATERIAL SIZE use in the fully open or closed positions. Depending on application
v 506 HP 4 conditions, throttling of the valve may result in premature seal failure
V-VALVE . .
STYLE | VP.VALVE, PADLOCKING HANDLE and/or inability to turn the valve handle.
TYPE 506-FEMALE/FEMALE SAE STRAIGHT
THREAD PORTS Pressure Drop (PSI)
MATERIAL | HP-HIGH PRESSURE CARBON STEEL 11601120
60 1040 3000 1020 3040 10 | | 2000
SIZE ;t;l<42,46-134?2,"8;12/22 . 12-3/4",16-1", 20-1 g l ’ ’
— [l 1] [ ] ]
407
STYLE TYPE MATERIAL SIZE 203 / / / /
v 507 HP -M18 207 / /
STYLE V-VALVE 10 =
TYPE 507-FEMALE / FEMALE SO 6149 PORTS 0 1 —T ///////ﬁ/// | —
MATERIAL | HP-HIGH PRESSURE CARBON STEEL 1 100 1000
FLOW (GPM)
SIZE M18X1.5, M27X2
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Catalog 3501E High Pressure Carbon Steel Ball Valves Series 500HP, 506HP, 507HP

6000 PSI Female-Female Pipe Ends XV500HP-X

PIPE H |
PART FLOW
e Trmx]n B c H L M N | D ,

XV500HP-4 1/4-18 .69 1.38 4.50 144 275 2.94 .240

RED COLOR
CODE CAP

/

XV500HP-6 3/8-18 .56 150 4.50 1.69 2.88 3.06 .390

N

D
XV500HP-8 1/2-14 75 163 | 450 | 188 | 3.38 | 3.19 | 510 S I [T ,Em
XV500HP-12 3/4-14 .69 2.25 700 2.41 3.81 4.69 .790 w'lJ“ 1 D)
[
XV500HP-16 1-11.5 .94 2.50 7.00 2.56 4.50 4.94 .950 Bl L H‘
M
6000 PSI Female-Female Pipe Ends H L
XV500HP-X (LARGE) -
PIPE CODE CAP \ 1
o THREAD | B c H O U I .
: INPT] ] b =
XV500HP-20 | 1 1/4-11.5 .85 3.25 10.00 | 3.15 4.84 6.31 1.26 RoOD l H ﬁ—— —E———
XV500HP-24 | 11/2-115 | .99 | 3.75 | 10.00 | 3.35 | 533 | 6.76 1.50 S e
XV500HP-32 2-115 1.30 4.50 10.00 | 3.94 6.54 742 1.89 B'—L L 4"
M
6000 PSI Locking-Female-Female Pipe Ends
XVP500HP-X |
H
PIPE |
PART FLOW -
bl THREAD | B c H L M N | oo —
INPT] — WO —_ |

XVP500HP-4 1/4-18 .69 138 4.50 144 2.75 2.94 .240 i ; E N

XVP500HP-6 | 3/8-18 | .56 | 150 | 450 | 169 | 2.88 | 3.06 | .300 I bl
XVPS00HP-8 | 1/214 | 75 | 163 | 450 | 188 | 338 | 3.19 | .510 SQTREI HiREEN
T r—
XVP500HP-12 3/4-14 .69 2.25 7.00 2.41 3.81 4.69 .790 I
B L —
XVP500HP-16 | 1-115 | .94 | 250 | 700 | 256 | 450 | 494 | .950 y
6000 PSI Locking-Female-Female Pipe Ends H JL
P",E( ) W |
ol THREAD | B ¢ H L M N |
. [NPT] - T N
D famy
XVP500HP-20 | 11/4-115 | .85 | 3.25 | 10.00 | 3.15 | 4.84 | 631 | 126 [ Tl
XVPS00HP-24 | 11/2-115 | .99 | 375 | 10.00 | 3.35 | 533 | 676 | 150 = =E
XVP500HP-32 2-115 1.30 4.50 10.00 3.94 6.54 742 1.89 B‘—’L L 4‘
M
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Catalog 3501E

High Pressure Carbon Steel Ball Valves Series 500HP, 506HP, 507HP

6000 PSI Female-Female Straight Thread Ends

XV506HP-X
|
ho. | Cweo | B | C | W | L | m | v |y L
XV506HP-4 | 7/16-20UNF | .69 | 138 | 450 | 144 | 275 | 294 | 240 |
XV506HP-6 | 9/16-18UNF | 56 | 150 | 450 | 169 | 2.88 | 3.06 | .390 ,y Jcéﬁ N
XV506HP-8 | 3/4-16UNF | 75 | 163 | 450 | 188 | 338 | 319 | .510 i 1
XV506HP-12 | 11/6-12UNF | 69 | 2.25 | 700 | 241 | 381 | 469 | 790 = [ LT E7
XV506HP-16 | 15/16-12UNF | 94 | 250 | 700 | 256 | 450 | 494 | .950 . HL L‘ J)—

6000 PSI Female-Female Straight Thread Ends

XV506HP-X (LARGE) L
PART SEREL B | ¢ | W | L | m | N | FOW R |
XV506HP-20 | 15/8-12UNF | 85 | 325 | 10.00 | 3.15 | 4.84 | 631 | 126 _raéli N
XV506HP-24 | 17/8-12UNF | .99 | 375 | 10.00 | 3.35 | 533 | 6.76 | 150 jm =
XV506HP-32 21/2-12 UNF 1.30 4.50 | 10.00 | 3.94 6.54 742 1.89 HOUNDI m" ﬁ 1
=
]
B L
M
6000 PSI Locking-Female-Female Straight
Thread Ends XVP506HP-X
|
| e [l o [ ] o | w] v | P |
XVP506HP-4 | 7/1620UNF | .69 | 138 | 450 | 144 | 275 | 2.94 | 240 » UREAF—_ |
XVP506HP-6 | 9/16-18UNF | .56 | 150 | 450 | 169 | 2.88 | 3.06 | .390 j{éE N
XVP506HP-8 | 3/4-16UNF | 75 | 163 | 450 | 188 | 338 | 3.19 | .510 ﬁT il H'*'H:"
XVP506HP-12 | 11/16-12UNF | .69 | 2.25 | 700 | 2.41 | 3.81 | 469 | .790 R = AN
XVP506HP-16 | 15/16-12UNF | .94 | 250 | 700 | 256 | 450 | 4.94 | .950 . RL‘ J
M
6000 PSI Locking-Female-Female Straight L
Thread Ends XVP506HP-X (LARGE) -
- N
AR DRE ; N
XVP506HP-20 | 15/8-12UNF | 85 | 3.25 | 10.00 | 3.15 | 4.84 | 631 | 126 iDD B
XVP506HP-24 | 17/8-12UNF | 99 | 375 | 10.00 | 335 | 533 | 676 | 150 MD[ i E
XVP506HP-32 | 21/2-12UNF | 130 | 450 | 10.00 | 3.94 | 6.54 | 742 | 189 _‘L f J’—
B L
M
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