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Catalog 4660 Thermoplastic Tubing
Polyethylene Tubing

Polyethylene Tubing (Cont'd.)
Series E:  Instrument Grade—FDA, NSF Listed
Series EB: Ultraviolet Light Resistant

How to order Parflex polyethylene tubing

Example: E-8x1-0100
   E – 8    x 1 – 0100

100 ft. bunch coils
Wall thickness in millimeters
O.D. of tubing in millimeters
Polyethylene

Part 
Number Color

O. D.
mm.

 I. D. 
mm.

Wall 
Thick. 
mm.

Working 
Pressure 
at 23°C  

bar

Min. 
Burst 

Pressure 
at 23°C  

bar

Reel 
Length 

ft.

Min. 
Bend 

Radius 
mm.

Weight 
lbs. Per 
100 ft. 
(kg.)

  E-6x1-0100 
  EB-6x1-0100

Natural 
Black 6 4 1 8.6 34.5

100 
100 25

1.3 
(.59)

  E-8x1-0100 
  EB-8x1-0100

Natural 
Black 8 6 1 6.9 27.6

100 
100 38

1.4 
(.64)

  E-10x1.5-0100 
  EB-10x1.5-0100

Natural 
Black 10 7 1.5 8.6 34.5

100 
100 38

2.6 
(1.18)

  E-12x1.5-0100 
  EB-12x1.5-0100

Natural 
Black 12 9 1.5 6.2 24.8

100 
100 63

3.2 
(1.45)
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