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Parker oscillating fittings are designed to satisfy the requirements 

of industrial automation and robotics.  The oscillating fitting features 

low-friction washers enabling the fitting to rotate in conjunction with the 

stroke of the cylinder piston.  This prevents premature tube wear due 

to excessive flexing.

To achieve longevity of the tubing the tube should be designed to 

move in the same plane as the tube-exit from the fitting.  Recoil tubing 

should not be used with this fitting.

SPECIFICATIONS

Pressure 290 psi

Temperature -4°F to +175°F

MATERIALS OF CONSTRUCTION

Body:
"Glass Reinforced 
Nylon 6.6"

Collar: Nylon

Gripping Ring: Stainless Steel

D Seal: Nitrile

O-ring: Nitrile

Base: Nickel Plated Brass

NOMENCLATURE

EXAMPLE: 
W369PLPO-4-4

ATTRIBUTE:

W Thread Sealant

3 Composite Body

69 Male Elbow

PLP Prestolok

O Oscillating

4 1/4" Tube O.D.

4 1/4" Pipe Thread

Anti-Friction 
Washers

O.D. Tube Inch & mm 5/32 & 4 1/4 & 6 8 10 12

"Maximum rotation speed 
in radian/second" 190 160 120 90 80

Catalog 3501E

Oscillating Elbows

www.comoso.com



Parker Hannifin Corporation
Fluid System Connectors
Otsego, Michigan 

A60

Catalog 3501E Oscillating Elbows

W369PLPO Oscillating Compact Elbow - NPT
Part
No.

tube
SIZE (in) npt f g h L

W369PLPO-5/32-2 5/32 1/8 12 .43 .85 .69

W369PLPO-4-2 1/4 1/8 14 .55 1.04 .81

W369PLPO-4-4 1/4 1/4 14 .55 1.04 .81

W369PLPO Oscillating Compact Elbow - BSPT
Part
No.

tube
SIZE (mm) bspt f g h L

W369PLPO-4M-2R 4 1/8 12 11.0 22.0 17.5

W369PLPo-6M-2R 6 1/8 14 14.0 26.5 20.5

W369PLPO-6M-4R 6 1/4 14 14.0 23.5 20.5

W369PLPO-8M-2R 8 1/8 17 16.0 32.0 23.5

W369PLPO-8M-4R 8 1/4 17 16.0 29.0 23.5

W369PLPO-8M-6R 8 3/8 17 16.0 25.0 23.5

W369PLPO-10M-4R 10 1/4 19 19.5 37.5 29.0

W369PLPO-10M-6R 10 3/8 19 19.5 33.5 29.0

W369PLPO-12M-4R 12 1/4 21 22.0 44.5 33.5

W369PLPO-12M-6R 12 3/8 21 22.0 41.0 33.5

369PLPO Oscillating Compact  
Elbow - BSPP, M5

Part
No.

tube
SIZE 
(mm)

m5/
bspp e f g h L

369PLPO-4M-M5 4 M5x0.8 3.0 12 11.0 24.5 17.5

369PLPO-4M-2G 4 1/8 5.0 13 11.0 23.0 17.5

369PLPO-6M-M5 6 M5x0.8 3.0 12 14.0 27.5 20.5

369PLPO-6M-2G 6 1/8 5.0 14 14.0 27.0 20.5

369PLPO-6M-4G 6 1/4 5.5 16 14.0 25.5 20.5

369PLPO-8M-2G 8 1/8 5.0 17 16.0 33.5 23.5

369PLPO-8M-4G 8 1/4 5.5 17 16.0 31.0 23.5

369PLPO-8M-6G 8 3/8 5.5 20 16.0 29.5 23.5

369PLPO-10M-4G 10 1/4 5.5 19 19.5 50.0 29.0

369PLPO-10M-6G 10 3/8 5.5 20 19.5 37.0 29.0

369PLPO-12M-4G 12 1/4 5.5 21 22.0 46.5 33.5

369PLPO-12M-6G 12 3/8 5.5 21 22.0 45.5 33.5
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