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Catalog 3501E

Compact Metal  
Flow Control Valves

Applicable Tube

Tube O.D. 1/8, 5/32, 1/4, 3/8

Tube O.D. (MM) 4, 6, 8, 10, 12, 14

Metal flow control regulators are suited for use in severe conditions 

(temperatures, sparks, abrasion, etc).  The screw and locking nut have 

been designed for easy manipulation, by hand.  Adjustment can be 

made with a screwdriver and locking by use of a wrench.

Materials of Construction

Body: Treated brass

Gripping Ring: Stainless Steel

Adjustment Screws  Nickel-plated brass

Locking Nut: Nickel-plated brass

Base: Nickel-plated brass

Nomenclature

Example:FC705-4-2 Attribute:

FC Flow Control

7 Right angle

0 Brass body

5 Tube x Pipe

4 1/4 Tube O.D.

2 1/8 Pipe thread

Specifications

pRESSURE RANGE: 15 to 145 PSI

Temperature Ranges: 30° to 160°F

Working Fluid: Compressed air
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FC705 Push-to-Connect Meter Out  
Metal Flow Control

Part
No.

TUBE
SIZE 
(IN)

NPT Hex 1
MM

Hex 2
MM

H
Closed

H
Open L

FC705-5/32-2  5/32  1/8 19 10 1.79 2.01 0.85

FC705-4-2   1/4  1/8 19 10 1.79 2.01 0.97

FC705-4-4   1/4  1/4 19 10 1.79 2.01 0.97

FC705-6-4   3/8  1/4 19 14 1.91 2.11 1.14

FC705-6-6   3/8  3/8 25 17 2.15 2.40 1.40

FC701 Push-to-Connect Meter Out  
Metal Flow Control - BSPP

Part
No.

TUBE
SIZE 
(MM)

BSPP Hex 1 Hex 2 H
Closed

H
Open L

FC701-4M-2G 4   1/8 10 19 47.0 53.0 21.0

FC701-6M-2G 6   1/8 10 19 47.0 53.0 24.5

FC701-6M-4G 6   1/4 10 19 47.5 53.0 24.5

FC701-8M-2G 8   1/8 14 19 50.0 55.0 29.0

FC701-8M-4G 8   1/4 14 19 50.0 56.0 29.0

FC701-8M-6G 8   3/8 17 25 56.0 62.0 30.5

FC701-10M-4G 10   1/4 14 19 50.0 56.0 35.0

FC701-10M-6G 10   3/8 17 25 56.0 62.0 35.0

FC701-12M-6G 12   3/8 17 25 56.0 62.0 38.0

FC701-12M-8G 12   1/2 17 25 55.0 62.0 38.0

FC701-14M-8G 14   1/2 17 25 55.0 62.0 41.0

FCI701 Push-to-Connect Meter In  
Metal Flow Control - BSPP

Part
No.

TUBE
SIZE 
(MM)

BSPP Hex 1 Hex 2 H
Closed

H
Open L

FCI701-4M-2G 4   1/8 10 19 47.0 53.0 21.0

FCI701 -6M-2G 6   1/8 10 19 47.0 53.0 24.5

FCI701 -6M-4G 6   1/4 10 19 47.5 53.0 24.5

FCI701 -8M-2G 8   1/8 14 19 50.0 55.0 29.0

FCI701 -8M-4G 8   1/4 14 19 50.0 56.0 29.0

FCI701 -8M-6G 8   3/8 17 25 56.0 62.0 30.5

FC708 Threaded Port Meter Out Flow Control
Part
No. NPT Hex 1

MM
Hex 2
MM

H
Closed

H
Open L

FC708-2   1/8 19      10 1.79 2.01 0.89

FC708-4   1/4 19      14 1.91 2.11 1.28

FC708-6   3/8 25      17 2.15 2.40 1.36

FC708-8   1/2 25      17 2.15 2.40 1.50

FC702 Threaded Port Meter Out  
Metal Flow Control - BSPP

Part
No. BSPP Hex 1 Hex 2 H

Closed
H

Open L

FC702-2G   1/8 10 19 47.0 52.5 22.5

FC702-4G   1/4 14 19 50.5 55.5 32.0

FC702-6G   3/8 17 25 56.0 62.0 34.5

FC702-8G   1/2 17 25 55.0 62.0 37.5

FCI702 Threaded Port Meter In Metal Flow 
Control - BSPP

Part
No. BSPP Hex 1 Hex 2 H

Closed
H

Open L

FCI702-2G   1/8 10 19 47.0 52.5 22.5

FCI702-4G   1/4 14 19 50.5 55.5 32.0
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