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Valve Products
Isys ISO 5599-2, Plug-in, Size 3 (H3)

5599-2, Plug-in, Size 3 (H3)
Symbol Type Cv Operator Voltage Pilot Non-locking Locking

4-way, 2-position, 
spring return 6.0 Single solenoid 24 VDC

Internal H3EVXBG0B9D H3EVXBH0B9D

External H3EVXXG0B9D H3EVXXH0B9D

4-way, 2-position, 
air return 6.0 Single solenoid 24 VDC

Internal H31VXBG0B9D H31VXBH0B9D

External H31VXXG0B9D H31VXXH0B9D

4-way, 2-position 6.0 Double solenoid 24 VDC
Internal H32VXBG0B9D H32VXBH0B9D

External H32VXXG0B9D H32VXXH0B9D

4-way, 3-position, 
all ports blocked 5.0 Double solenoid 24 VDC

Internal H35VXBG0B9D H35VXBH0B9D

External H35VXXG0B9D H35VXXH0B9D

4-way, 3-position, 
center exhaust 5.0 Double solenoid 24 VDC

Internal H36VXBG0B9D H36VXBH0B9D

External H36VXXG0B9D H36VXXH0B9D

4-way, 3-position, 
pressure center 5.0 Double solenoid 24 VDC

Internal H37VXBG0B9D H37VXBH0B9D

External H37VXXG0B9D H37VXXH0B9D

Symbol Type Cv Operator Voltage Pilot Non-locking Locking

4-way, 2-position, 
spring return 6.0 Single solenoid 120 VAC

Internal H3EVXBG023D H3EVXBH023D

External H3EVXXG023D H3EVXXH023D

4-way, 2-position, 
air return 6.0 Single solenoid 120 VAC

Internal H31VXBG023D H31VXBH023D

External H31VXXG023D H31VXXH023D

4-way, 2-position 6.0 Double solenoid 120 VAC
Internal H32VXBG023D H32VXBH023D

External H32VXXG023D H32VXXH023D

4-way, 3-position, 
all ports blocked 5.0 Double solenoid 120 VAC

Internal H35VXBG023D H35VXBH023D

External H35VXXG023D H35VXXH023D

4-way, 3-position, 
center exhaust 5.0 Double solenoid 120 VAC

Internal H36VXBG023D H36VXBH023D

External H36VXXG023D H36VXXH023D

4-way, 3-position, 
pressure center 5.0 Double solenoid 120 VAC

Internal H37VXBG023D H37VXBH023D

External H37VXXG023D H37VXXH023D

5599-2, Plug-in Manifold Bases, Size 3 (H3)
Bottom / End 
ported bases Enclosure / Lead length Solenoid addresses 3/4" NPT 3/4" BSPP

Circuit board Single solenoid - 1 address PS421169JCP PS421160JCP

Circuit board Double solenoid - 2 addresses PS421169MCP PS421160MCP

Terminal strip in base Double solenoid - 2 address PS421169CCP PS421160CCP

6" flying leads Double solenoid - 2 addresses PS421169ACP PS421160ACP

5599-2, Plug-in Single Subbase, Size 3 (H3)
Side ported 
base Enclosure / Lead length Solenoid addresses 3/4" NPT 3/4" BSPP

Terminal strip in base Double solenoid - 2 address PS421119CCP PS401110CCP

6" flying leads Double solenoid - 2 addresses PS421119ACP PS421110ACP
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Valve Products
Isys ISO 5599-2, Plug-in, Size 3 (H3)

5599-2, Size 3 (H3) Accessories

Accessory Description Part number

Sandwich regulator
Common pressure 5-125 PSIG w/ gauge PS4238166CP

Independent pressure 5-125 PSIG w/ gauge PS4238266CP

Blanking plate kit PS4234CP

Sandwich flow control PS4235CP

Manifold to manifold gasket kits PS4213P

Manifold port isolation kit

Main galley (1, 3, 5) PS4232CP

Pilot galley PS4033CP

Plug-in, 5599-2 End Plate Kits, Size 3 (H3)
Electrical option NPT port BSPP port

No connector - use with individually wired base PS4231010CP PS4231011CP

25-pin, D-sub PS4220L20CP PS4220L21CP

19-pin, round, Brad Harrison PS4220L30CP PS4220L31CP

12-pin, M23 PS4220L40CP PS4220L41CP

19-pin, M23 PS4220M20CP PS4220M21CP

Moduflex fieldbus PS4220M40CP PS4220M41CP

Isysnet, with valve driver module PS4220L60CP PS4220L61CP

Turck fieldbus with valve driver module - 16 outputs PS4220T10CP PS4220T11CP

Turck fieldbus with valve driver module - 32 outputs PS4220T20CP PS4220T21CP

Turck, Isysnet, and Moduflex communication modules must be ordered separately. See Fieldbus Section for more information.
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 AA	 H3	 D	 0	 03	

Valve series
Right & left end plate H3

End plate type
Turck fieldbus with valve 
driver module - 16 outputs A*

Turck fieldbus with valve driver 
module - 32 outputs B*

25-pin, D-sub D†

19-pin, brad harrison E†

12-pin, M23 G†

19-pin, M23 H†

Moduflex fieldbus T*
Isysnet, with valve driver module Y*

* Must order communication modules separately.
† Collective wiring module included.

Thread type
0 NPT
1* BSPP “G”

*  BSPP Conforms to ISO 1179-1 w 228-1 
Theads.

Add-A-Fold Assembly Model Numbers

1.	List Add-A-Fold Assembly call out. This automatically 
includes the end plate kit assembly.

2.	List complete Valve, Regulator, Flow Control and Base model 
number. List left to right, looking at the cylinder 
ports on the #12 end of the manifold. The left most station 
is station 1. (If a blank station is needed, list the blanking 
plate part number and the individual manifold number in the 
station specified.)

How To Order Plug-in Add-A-Fold Assemblies

Maximum Number of Solenoids
(Maximum energized simultaneously)

Voltage
Voltage
code

25-pin 
D-sub

19-pin 
M23 or
Brad 
Harrison

12-pin
M23 Moduflex Isysnet

Turck 

16 
Outputs

32 
Outputs

24VDC G9 24 (24) 16 (16) 8 (8) 16 (16) 24 (21) 16 (16) 24 (21)

120VAC* 23 24 (24) 16 (16) 8 (8) N/A N/A N/A N/A

* Not CSA certified for 25-pin, D-Sub option.

Number of stations
01
02
03
04
•
•
24

Station 1

Station 2

Station 3

#14 End

#12 End

Example:	
3-Station Manifold with (3) H3 Valves	

on Manifold Bases and Regulator at Station 3

NOTE:	Construct manifold assemblies from left to right while looking at
the cylinder ports.

	 Valves must be ordered as External Pilot when using Sandwich Regulator.

Example

Application requires a 3-Station manifold with a valve and 
regulator on Station 3.
	 Item	 Qty.	 Part No.	 Location

	 01	 1	 AAH3D003
	 02	 1	H 31VXBG0B9D............................................. Station 1
	 03	 1	 PS421159MCP............................................. Station 1
	 04	 1	H 32VXBG0B9D............................................. Station 2
	 05	 1	 PS421159MCP............................................. Station 2
	 06	 1	H 32VXXG0B9D............................................. Station 3
	 07	 1	 PS4238166CP.............................................. Station 3
	 08	 1	 PS421159MCP............................................. Station 3

Valve Products
Isys ISO 5599-2, Plug-in, Size 3 (H3)
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Plug-in, 5599-2 Transition Plate Kits

PS4026		 L2	 0	 C	 P

Transition plate type*
H1 to H2 to H3 PS4025
H1 to H3 PS4026
H1 to H2 PS4027
H2 to H3 PS4028

* Includes Left Hand and Right Hand End Plates

Engineering level
C Basic series PS40

Thread type
0 NPT
1* BSPP “G”

* BSPP conforms to ISO 1179-1 w 228-1 
threads.

Right Hand 
End PlateH1 to H2 Shown

Transition Plate

Left Hand     
End Plate

Options
25-pin, D-sub L2
19-pin, round, brad harrison L3
12-pin, M23 L4

19-pin, M23 M2

Moduflex fieldbus M4*
Isysnet, with valve driver module L6*
Turck fieldbus with valve driver module - 16 outputs T1
Turck fieldbus with valve driver module - 32 outputs T2

*	Must order communication miodule seperately 
turck, isysnet, and moduflex communication modules must be ordered separately. 
See fieldbus section for more information.

Plug-in, 5599-2, Size 1, 2, & 3

5599-2 Voltage & Frequency
AC

DC Light & surge suppression
60Hz 50Hz

42 24

45 12

B9 24 LED & suppression
23 120 115 LED & suppression
57 240

5599-2 Engineering level
D Current

	H1	 E	 VX	 B	 G	 0	 B9	 D

5599-2 Overrides / Lights

Voltage code
B 42, 45, 57 Non-locking, flush, push - w/o light
C 42, 45, 57 Locking, flush, push / turn - w/o light

G B9, 23 Non-locking, flush, push - w/ light

H B9, 23 Locking, flush, push / turn - w/ light

5599-2 Mounting

5599-2 Valve less vase VX

5599-2 Operator / Function
Single solenoid, 2-position - air return 1
Double solenoid, 2-position 2
Double solenoid, 3-position - APB 5
Double solenoid, 3-position - CE 6
Double solenoid, 3-position - PC 7

Single solenoid, 2-position - air return, spring assist E

Basic series 5599-2

ISO 5599-2 Size 1 H1
ISO 5599-2 Size 2 H2
ISO 5599-2 Size 3 H3

5599-2 Pilot source / Pilot exhaust

Internal pilot, port #1 / vented B
External pilot, port #12 or #14 / vented X*

*	 Must be specified when using Sandwich Regulators.

5599-2 Enclosure / Lead length
0 None, valve less base

Valve Products
Isys ISO 5599-2, Plug-in, Size 1, 2, & 3
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