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Linear Alignment Couplers

Linear Alignment Couplers are available in 19 standard thread sizes...
Cost Saving Features and Benefits Include...

■ Simplifying Cylinder installation and reducing assembly 
costs

■ Increase Rod Bearing and Rod Seal life for lower   
maintenance costs
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How to Order Linear Alignment Couplers — When ordering a cylinder with a threaded male rod end, specify the coupler of 
equal thread size by part number as listed in Table 1, i.e.; Piston Rod “KK” or “CC” dimension is 3/4" - 16", specify coupler 
part number 1347570075.

■ Maximum reliability for trouble-free operation, long life and  
lower operating costs

■ Increased cylinder life by reducing wear on Piston and  
Rod bearings

Part Numbers and Dimensions
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1347570031 5/16-24 1.13 1.75 0.94 0.50 0.50 0.38 0.75 0.38 0.94 6° 1200 .35
1347570038 3/8-24 1.13 1.75 0.94 0.50 0.50 0.38 0.75 0.38 0.94 6° 2425 .35
1347570044 7/16-20 1.38 2.00 1.13 0.75 0.63 0.50 0.88 0.38 1.09 6° 3250 .55
1347570050 1/2-20 1.38 2.00 1.13 0.75 0.63 0.50 0.88 0.38 1.09 6° 4450 .55
1347570063 5/8-18 1.38 2.00 1.13 0.75 0.63 0.50 0.88 0.38 1.09 6° 6800 .55
1347570075 3/4-16 2.00 2.31 1.63 1.13 0.94 0.75 1.31 0.44 1.28 6° 9050 1.4
1347570088 7/8-14 2.00 2.31 1.63 1.13 0.94 0.75 1.31 0.44 1.28 6° 14450 1.4
1347570100 1-14 3.13 3.00 2.38 1.63 1.44 1.25 1.88 0.75 1.78 6° 19425 4.8
1347570125 1 1/4-12 3.13 3.00 2.38 1.63 1.44 1.25 1.88 0.75 1.78 6° 30500 4.8
1337390125 1 1/4-12 3.50 4.00 2.00 2.00 1.50 1.25 1.69 0.75 2.50 10° 30500 6.9
1337390150 1 1/2-12 4.00 4.38 2.25 2.25 1.75 1.50 1.94 0.88 2.75 10° 45750 9.8
1337390175 1 3/4-12 4.00 4.38 2.25 2.25 1.75 1.50 1.94 0.88 2.75 10° 58350 9.8
1337390188 1 7/8-12 5.00 5.63 3.00 3.00 2.25 2.00 2.63 1.38 3.38 10° 67550 19.8
1337390200 2-12 5.00 5.63 3.00 3.00 2.25 2.00 2.63 1.38 3.38 10° 77450 19.8
1337390225 2 1/4-12 6.75 6.38 3.25 3.50 2.75 2.38 2.88 1.63 3.75 10° 99250 35.3
1337390250 2 1/2-12 7.00 6.50 4.00 3.50 3.25 2.88 3.38 1.63 3.88 10° 123750 45.3
1337390275 2 3/4-12 7.00 6.50 4.00 3.50 3.25 2.88 3.38 1.63 3.88 10° 150950 45.3
1337390300 3-12 7.00 6.50 4.00 3.50 3.25 2.88 3.38 1.63 3.88 10° 180850 45.3
1337390325 3 1/4-12 9.25 8.50 5.25 4.50 4.00 3.38 4.50 2.00 5.50 10° 218450 –
1337390425 4 1/4-12 12.88 11.25 7.75 4.50 5.50 4.88 7.00 1.50 8.75 10° 370850 –

1 Metric thread also available - Contact the factory.
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