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Split Couplers & Weld Plates
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0.625   1.50   2.00   .50   .56 .250 4 #10-24 x .94 LG   1.125 1472340062 1481740062
1.000   2.00   2.50   .50   .88 .250 6 .250-20 x 1.25 LG   1.500 1472340100 1481740100
1.375   2.50   3.00   .63 1.00 .250 6 .312-18 x 1.0” LG   2.000 1472340138 1481740138
1.750   3.00   4.00   .63 1.25 .250 8 .312-18 x 1.75 LG   2.375 1472340175 1481740175
2.000   3.50   4.00   .75 1.63 .375 12 .375-16 x 2.25 LG   2.687 1472340200 1481740200
2.500   4.00   4.50   .75 1.88 .375 12 .375-16 x 2.50 LG   3.187 1472340250 1481740250
3.000   5.00   5.50 1.00 2.38 .375 12 .500-13 x 3.25 LG   4.000 1472340300 1481740300
3.500   5.88   7.00 1.00 2.63 .375 12 .625-11 x 3.50 LG   4.687 1472340350 1481740350
4.000   6.38   7.00 1.00 2.63 .375 12 .625-11 x 3.50 LG   5.187 1472340400 1481740400
4.500   6.88   8.00 1.00 3.13 .375 12 .625-11 x 4.00 LG   5.687 1472340450 1481740450
5.000   7.38   8.00 1.00 3.13 .375 12 .625-11 x 4.00 LG   6.187 1472340500 1481740500
5.500   8.25   9.00 1.25 3.88 .375 12 .750-10 x 5.00 LG   6.875 1472340550 1481740550
7.000 10.38 11.00 1.75 4.00 .500 12 1.00-8 x 5.50 LG   8.750 1472340700 1481740700
8.000 11.38 12.00 2.00 4.00 .500 16 1.00-8 x 5.50 LG   9.750 1472340800 1481740800
8.500 12.38 13.00 2.00 4.00 .500 16 1.00-8 x 5.50 LG 10.750 1472340850 1481740850
9.000 13.12 14.00 2.25 4.00 .500 12 1.25-7 x 6.00 LG 11.125 1472340900 1481740900
10.000 14.12 15.00 2.50 4.47 .500 16 1.25-7 x 6.50 LG 12.125 1472341000 1481741000
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Note: Bolts are not included with split coupler or weld plate.

Parker “Style 55” Piston Rod End

Split Couplers and Weld Plates

      WARNING: Piston rod separation from the machine member can result in severe personal injury or 
even death to nearby personnel. The cylinder user must make sure the weld holding the weld plate to 
the machine is of sufficient quality and size to hold the intended load. The cylinder user must also make 
sure the bolts holding split coupler to the weld plate are of sufficient strength to hold the intended load 
and installed in such a way that they will not become loose during the machine’s operation.
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