
232

Reservoir Accessories
Non-Metallic Breathers
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Non-Metallic Breathers
Threaded Type

Specifi cations:
Materials: 
Body: Nylon 66
Valve: Nylon/Nitrile
Dipstick: ABS, acetal Hi/Lo indicators

Filtration Element: Expanded polyurethane foam, 10 micron

Operating Temperatures: -22oF (-30oC) to 195oF (90oC)

Seals: Nitrile

Pressurization Options: 3 psi (0.2 bar)

Dipstick: (optional) 7.9 in. (200 mm) or 15.8 in.(400mm) 
lengths with adjustable Hi/Lo indicators
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COMPACT THREADED

Anti-Splash 

Design!

Thread size Thread size

Compact Threaded

Dipsticks

Description

Pack of (10) x 7.9"

Pack of (10) x 15.8"

New Part Number

B.68.206

B.68.207

New Part Number

AB.683102.UC*

AB.68Y102.AA*

942642*

SB1.B1A2A

Standard Threaded

Micron Rating

10

10

Micron Rating

10

10

10

10

Thread

3/4" NPT

3/4" NPT

Thread

1/4"NPT

1/2" NPT

3/4" NPT

3/8” NPT

"B"

2.2" (57 mm)

2.4" (60 mm)

2.4" (60 mm)

"A"

1.6" (40 mm)

1.6" (40 mm)

1.6" (40 mm)

"C"

.55" (14 mm)

.53" (13.5 mm)

.55" (14 mm)

"D"

.24" (6 mm)

.35" (9 mm)

.35" (9 mm)

"B"

3.8" (95 mm)

3.8" (95 mm)

"A"

4.0" (101 mm)

4.0" (101 mm)

"C"

.63" (16 mm)

.63" (16 mm)

   "D"

.39" (10 mm)

.39" (10 mm)

Pressure

non-pressurized

3 psi (.2 bar)

Pressure

non-pressurized

non-pressurized

non-pressurized

non-pressurized

*Pack of (10) pieces.

New Part Number

AB.98410201.UC

AB.98412201.UC

Obs. Part Number

SB1.A1A2P*

SB1.C1A2P*

AB.68Z102.UC*

Obs. Part Number

FB1.B1A3A2P

FB1.B1B3A2P

Obs. Part Number

DIP.FB2

DIP.FB4

Drawings are for reference only. 
Contact factory for current version.
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