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•	 Continuous position feedback

•	 Bore sizes: 1-1/16" to 3"

•	 Signal input: 5 to 24 VDC	

•	 Signal output (w/o controls): DC ratiometric voltage*

•	 Signal output (w/controls): 0 to 10 VDC or 4 to 20 mA 

•	 Strokes: Available in any practical stroke length up to 24"
*	Mega Ohm impedence interface device suggested for limiting sensor 
current if controller is not used.

Operating information

Operating pressure:		  150 PSIG air

Temperature range:		  40°F to 160°F (4.4°C to 71°C)

Filtration requirements:	 40 micron, dry filtered air

For technical information see CD

  

* Incorporating bumpers adds 1/4" of overall length to the cylinder.

Bore size
1.06"

1.50"

2.00"

2.50"

3.00"

P SRX B F S 3 6.00"1.50" DXP

Stroke

Stroke in 
inches

Mounting s tyle
D Nose mount

DXP Nose and pivot mount

BFD Front block mount

Connector style

P Plug

F Flying leads

Piston

B Bumper*

Leave blank if not 
required.

Seals

F Low friction

Leave blank if not 
required.

Special

S Special

Leave blank if special 
modification is not 
required.

Non-standard rod dimension

3 Non-standard dimension

Leave blank if special rod end 
dimension is not required.

NOTE:	For non-standard / special rod ends, 
see below.

Ordering information

For non-standard rod dimensions, or undersized rod end 
threads, put a “3” in model number and describe the rod using 
the letters shown in the drawing. It is necessary to specify only 
those dimensions that are non‑standard.
LE is measured in retracted position.

D Wrench
Flats

D Wrench
Flats

C

W
LE

W
LE

ACCCC

AM*

C

A
AM*

V*V*

MM*MM*
KM*KM*

B*B*

Undersized rod end threadsFull diameter rod end threads

* Requires an “S” designation in model number.

Non‑standard rods

Actuator Products – Round Body Cylinders
SRX Series

Sensors
For sensors see page B294.
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Actuator Products – Round Body Cylinders
SRX Series

Dual Set Point Controller, Part #149344000

Dual Set Point Controller Specifications, Part #149344000
•	 Power Input Requirements.............................  12 to 24 VDC, 0.1 amps, or

120 VAC, 60 Hz, 0.1 amps

•	 Output specifications – Set Point................... Relay (2) 2 amps @ 24 VDC or 120 VAC

•	 Output Specifications – Scaleable.................. 0 to 10 V, 1 mA max. output current (10K ohm impedance min.)
4 to 20mA, into 500-ohm max. impedance

•	 Maximum Zero Offset..................................... 50% of cylinder stroke

•	 Minimum Span Range.................................... 50% of cylinder stroke

•	 Enclosure Dimensions.................................... 1.31" h x 5.50" w x 3.25" d

•	 Electronics Temperature Operating Range..... +40°F  to  +160°F

∅0.19

5.50

P
O

W
E

R
 L

IN
E

P
O

W
E

R
 N

E
U

T
R

A
L

C
Y

L 
IN

P
U

T

C
Y

L 
O

U
T

P
U

T

C
Y

L 
G

R
O

U
N

D

A
N

A
LO

G
 O

U
T

A
N

A
LO

G
 G

N
D

R
E

LA
Y

 1
 A

R
M

R
E

LA
Y

 1
 N

C

R
E

LA
Y

 1
 N

O

R
E

LA
Y

 2
 A

R
M

R
E

LA
Y

 2
 N

C

R
E

LA
Y

 2
 N

O

3.25

1.31

5.00

4.50

P
O

W
E

R

S
E

T
 2

S
E

T
 1

O
F

F
S

E
T

G
A

IN

Ordering Information
Model
number

Input 
specifications

Output 
specifications

1493440002 120 VAC 0-10 V

1493440003 120 VAC 4-20 mA

1493440004 12-24 VDC 0-10 V

1493440005 12-24 VDC 4-20 mA

Please reference Parker Bulletin #0971-G-B2 for information regarding  
programming and operation of this controller.
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4.59 Plus Stroke

1.75

1.06

.31

.63
.08

7/8-14 UNF-2A

.85
.44

.36

Ø.38

3/8-24 UNF-2A

.31 Flats
1/8 NPTF Ports

Ø.87 Pilot 6" Leads From
LRT Probe

Ø1.31

Ø1.09

Ø.31

7/8-14 UNF-2A

.47

Ø.87 PILOT

.61

5.44 Plus Stroke

5.06 Plus Stroke

.08

4.59 Plus Stroke

1.75

1.06

.31

.63
.08

7/8-14 UNF-2A

.85

.44

.36

Ø.38

3/8-24 UNF-2A

.31 Flats
1/8 NPTF Ports

Ø.87 Pilot

6" Leads From
LRT Probe

Ø1.31

Ø1.09

2.03
.75 .88

.88

Ø.33 C'bore x .22 Deep Typ.
(4 Holes For #10 S.H.C.S.)

1.38

1.38

4.59 Plus Stroke

.31

.63

.85

.44

.36

Ø.38

3/8-24 UNF-2A

.31 Flats
1/8 NPTF Ports

6" Leads From
LRT Probe

Ø1.31

Ø1.09

Style D

Style DXP

Style BFD

Actuator Products – Round Body Cylinders
SRX Series

1-1/16" Bore Cylinders
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Ø1.57

Ø1.36

4.88 Plus Stroke

1.72

1.13

.31

.88
.09

1-1/8-12 UNF-2A

.84
.44

.36

Ø.50

7/16-20 UNF-2A

.44 Flats
1/4 NPTF Ports

Ø 1.12 Pilot 6" Leads From
LRT Probe

Ø.38

.56

Ø1.12 Pilot

.74

5.91 Plus Stroke

5.44 Plus Stroke

.09

4.88 Plus Stroke

1.72

1.13

.31

.88 .09

1-1/8-12 UNF-2A 1-1/8-12 UNF-2A

.84

.44

.36

Ø.50

7/16-20 UNF-2A

.44 Flats
1/4 NPTF Ports

Ø1.12 Pilot

6" Leads From
LRT Probe

Ø1.57

Ø1.36

2.00

1.68

.75.69

1.25

Ø.41 C'bore x .25 Deep Typ.
(4 Holes For 1/4 S.H.C.S.)

1.75

1.75

4.88 Plus Stroke

.31

.88

.84

.44

.36

Ø.50

7/16-20 UNF-2A

.44 Flats
1/4 NPTF Ports

6" Leads From
LRT Probe

Ø1.57

Ø1.36

Style D

Style DXP

Style BFD

Actuator Products – Round Body Cylinders
SRX Series

1-1/2" Bore Cylinders
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5.72 Plus Stroke

2.09

1.38

.38

1.00

.11

1-1/4-12 UNF-2A

.90
.50

.42

Ø.63

1/2-20 UNF-2A

.50 Flats 1/4 NPTF Ports

Ø1.25 Pilot 6" Leads From
LRT Probe

Ø2.08

Ø1.62

Ø.44

.66

Ø1.25 Pilot

.86

6.88 Plus Stroke

6.38 Plus Stroke

.11

5.72 Plus Stroke

2.09

1.38

.38

1.00 .11

1-1/4-12 UNF-2A 1-1/4-12 UNF-2A

.90

.50

.42

Ø.63

1/2-20 UNF-2A
.50 Flats

1/4 NPTF Ports

Ø1.25 Pilot

6" Leads From
LRT Probe

Ø2.08

Ø1.62

2.41

1.87

1.00.75

1.25

Ø.58 C'bore x .39 Deep Typ.
(4 Holes For 3/8 S.H.C.S.)

2.25

2.25

5.72 Plus Stroke

.38

1.00

.90

.50

.42

Ø63

1/2-20 UNF-2A

.50 Flats
1/4 NPTF Ports

6" Leads From
LRT Probe

Ø2.08

Ø1.62

Style D

Style DXP

Style BFD

Actuator Products – Round Body Cylinders
SRX Series

2" Bore Cylinders
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6.41 Plus Stroke
2.72

2.25
.88

.44
1.25

1.25
1.88

1.12
.56
.49

Ø.75
5/8-18 UNF-2A

.63 Flats
3/8 NPTF Ports

Ø.67 C'bore x .45 Deep Typ.
(4 Holes For 7/16 S.H.C.S.)

6" Leads From
LRT Probe

2.75
Ø2.62

2.75

Ø2.13

7.78 Plus Stroke
7.16 Plus Stroke

1-3/8-12 UNF-2A

Ø.50

6.41 Plus Stroke

2.28

1.50

.44

1.25 .13

1-3/8-12 UNF-2A

1.12

.56

.75

.99

.49

.13

Ø.75

5/8-18 UNF-2A

.63 Flats 3/8 NPTF Ports
Ø1.37 Pilot Ø1.37 Pilot

6" Leads From
LRT Probe

Ø2.62

Ø2.13

6.41plus Stroke

2.28

1.50

.44

1.25 .13

1-3/8-12 UNF-2A

1.12

.56

.49

Ø.75

5/8-18 UNF-2A

.63 Flats 3/8 NPTF Ports

Ø1.37 Pilot 6" Leads From
LRT Probe

Ø2.62

Ø2.13

Style D

Style DXP

Style BFD

Actuator Products – Round Body Cylinders
SRX Series

2-1/2" Bore Cylinders
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3/8 NPTF Ports

6.78 Plus Stroke
2.91
1.38

.44
1.25

.94
2.25

1.19
.63
.55

Ø.77 C'bore x .52 Deep Typ.
(4 Holes For 1/2 S.H.C.S.)

6" Leads From
LRT Probe

3.25
Ø3.16

3.25

Ø2.44

Ø.75

5/8-18 UNF-2A
.63 Flats

6.78 Plus Stroke

2.53

1.69

1.25

.44

.13

1-1/2-12 UNF-2A

1.19

.63

.56

Ø.75

5/8-18 UNF-2A

.63 Flats 3/8 NPTF Ports 

Ø1.62 Pilot 6" Leads From
LRT Probe

Ø3.16

Ø2.44

.99
Ø3.16

Ø2.44

8.22 Plus Stroke
7.60 Plus Stroke

1-1/2-12 UNF-2A

Ø.50

6.78 Plus Stroke

2.53

1.69

.44

1.25 .13

1-1/2-12 UNF-2A

1.19

.63

.81

.55

.13

Ø.75

5/8-18 UNF-2A

.63 Flats 3/8 NPTF Ports
Ø1.62 Pilot Ø1.62 Pilot

6" Leads From
LRT Probe

Style D

Style DXP

Style BFD

Actuator Products – Round Body Cylinders
SRX Series

3" Bore Cylinders
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A

E

C

E

D

K

B

F RAD. G DIA.

H

L

J

F

A B

K H J PIN
DIA.

C
D

M
LN E

G

H Radius
D Dia.

M

C F

B
A

K

K

L

L

DG

G

A Thread B

C
D

F

G Nut H Dia. Pin

E K

LJ

C UNF-2B

A B

Piston Rod Clevis

Bore 
size A B C D E F G H J K L Part number

1-1/16 3/8–24 .63 1.38 1.69 .94 .22 3/8–24 .31 .32 .63 .88 L071300350

1-1/2 7/16–20 .75 1.31 1.69 .94 .25 7/16–20 .38 .38 .75 1.03 L071300400

2 1/2–20 .88 1.88 2.31 1.31 .31 1/2–20 .44 .45 .88 1.14 L071300550

2-1/2, 3 5/8–18 1.00 2.25 2.75 1.50 .38 5/8–18 .50 .51 1.00 1.38 L071300600

Pivot Brackets

Bore 
size A B C D E F G H J K L M Part number

1-1/16 1.31 1.00 1.31 .81 .25 .16 .28 .31 .315 .56 .88 .28 L071310400

1-1/2 1.63 1.25 1.63 1.00 .31 .19 .34 .38 .378 .69 1.13 .31 L071310500

2 1.81 1.38 1.81 1.19 .31 .25 .34 .44 .440 .75 1.19 .38 L071310600

2-1/2, 3 2.13 1.63 2.13 1.38 .38 .25 .41 .50 .503 .88 1.38 .38 L071310700

Pivot Brackets

Bore 
size A B C D E F G H J K L M N Part number

1-1/16 1.31 1.00 1.31 .81 .25 .16 .28 .31 .312 .62 1.75 2.38 .31 L071320250

1-1/2 1.63 1.25 1.63 1.00 .31 .19 .34 .38 .375 .75 2.13 3.00 .44 L071320350

2 1.81 1.38 1.81 1.19 .31 .25 .34 .44 .437 .88 2.38 3.25 .44 L071320450

2-1/2, 3 2.13 1.63 2.13 1.38 .38 .25 .41 .50 .500 1.00 2.75 3.75 .50 L071320550

Foot Brackets

Bore 
size A B C D E F G H J K L Part number

1-1/16 2.13 1.16 .66 .28 .75 .75 .88 1.75 .16 1.00 .38 L073790056

1-1/2 2.75 1.44 .81 .35 1.00 .94 1.13 2.19 .19 1.25 .38 L073790108

2 3.00 1.59 .91 .35 1.19 1.06 1.26 2.44 .22 1.38 .44 L073790116

2-1/2 3.75 1.88 1.06 .41 1.50 1.19 1.38 2.81 .25 1.63 .50 L073790125

3 4.38 1.62 1.00 .35 1.75 1.25 1.64 3.14 .25 1.89 .89 L073790140

Mounting Nut

Bore 
size A B C Part number

1-1/16 1.31 .48 7/8–14 L073801000

1-1/2 1.69 .61 1-1/8–12 L073801300

2 1.88 .50 1-1/4–12 L073801200

2-1/2 2.06 .78 1-3/8–12 L073801400

3 2.25 .84 1-1/2–12 L073801500

  Most popular.

Actuator Products – Round Body Cylinders
SRX Series
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