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Diagnostic Products  
SensoControl®

Serviceman™

Diagnostic Meter

The Serviceman is a portable diagnostic measuring tool – an 
excellent alternative to conventional mechanical pressure 
gages – a very rugged, durable test meter that can withstand 
even the most demanding environmental conditions.
The Serviceman meter uses sensor recognition technology 
which eliminates the need for meter adjustment. It’s powered 
by a rechargeable Ni-MH battery system or a 120 volt external 
power supply for continuous operation  

Capabilities:

• Hand held diagnostic meter

• Measure and Display
	 -Pressure
	 -Flow
	 -Rational Speed
	 -Temperature

Features:
• Two sensor inputs

• Intuitive operation

• Rugged design

• Auto sensor recognition

•Two-line numerical display

• Fast scan rate of 2ms

• Store data on PC

Serviceman SCM-152-2-02 Technical Data
Meter Power Requirements

2 Line Display Shows Both Inputs 9 Volt Rechargeable Ni-MH Battery

4 Digital LCD Text Display Recharge circuit for use with external power supply

Display of Pressure, Temp, Flow and Rotational Speed 5 Hour Battery Life

Housing Inputs

ABS Plastic Housing Two 5-pin push-pull Inputs

Protective Rubber Cover 0-3 Volts

Carrying Strap 12 Bit A/D Converter (4096 steps)

Integral Stand Automatic Sensor Recognition

Output 2 ms Scanning Rate

RS232 Interface to transfer measured values to a PC 
(The SCSW-KIT-152 software and adaptor  kit is required 
for data transfer to PC)

Ambient Conditions

Operating Temperatures 32°F to 122°F (0°C to 50°C)

�Storage Temperatures -4°F to 140°F (-20°C to 60°C)
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Diagnostic Products  
SensoControl®

Serviceman™

Diagnostic MeterSensoControl® Serviceman™
Measure and Document Flow, Pressure,

Temperature and Rotation Speed

Meter
SCM–152-2-02

PC

Computer Adapter
Software kit

SCSW-KIT-152

ON/OFF RESET

MAX

MIN

ZERO

INP1/2

PRINT

Serviceman SCM-152

INPT1 INPT2

RS232
Connector

1-2

M10 x 1

Tachometer
SCRPM–220

Temperature Sensor
SCT-150-04-02

Adapter
SCTA-1/4  

Pressure
Transducer

PD XXXX-XXXX

Diagnostic
Coupler

M10 X 1
To

1/4 NPTF
Flow Sensor SCFT-XXXX-XX
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Diagnostic
Nipple

Temperature Sensor
Port M10 X 1
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SensoControl

SCSN-450

Meter Power Supply / Recharger
SCSN-450

INP1                                         PSI

INP2                                         GPM
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Diagnostic Products  
SensoControl®

Serviceman™

Diagnostic Meter Kits

Kit Contents:
Case SCC-150

Serviceman Meter SCM-152-2-02

Transducers (Quantity 1 or 2) (See Below) 

Cable (Quantity 1 or 2) 3m SCK-102-03-02

Power Supply – Meter* SCSN-450

Instruction Manual* SCM-152-TM

* Included with Serviceman meter

Flow Range

Coupling Style   

Additional Transducers - Code for Ordering  Separately:

Flow Sensors - Code for Ordering  Separately:

	
	 PD XXXXX- XXXX

Pressure Range

Coupling Style    

Coupling Style   

PDS3 - X - XX - XX

Code Description
PD PD Style
PDP PDP Style
EMA EMA 3 Style

Code Pressure (psi) Color
01 -14.5 – +235 Blue
06 0 – 870 Green
15 0 – 2175 Yellow
40 0 – 5800 Orange
60 0 – 8700 Red

Code Description
2 PD Style
4 PDP Style
6 EMA 3 Style (Female)

Code Description
TA PD Style
PTA PDP Style
TEMA3 EMA 3 Style (Female)

Code Pressure (psi) Color
0100 -14.5 – +235 Blue
0600 0 – 870 Green
1500 0 – 2175 Yellow
4000 0 – 5800 Orange
6000 0 – 8700 Red

Code Flow Rate (gpm)

0004 0.2 – 4   (1 – 15 l/min)

0116 1 – 16  (4 – 60 l/min) 

0380 3 – 80  (10 – 300 l/min)

5160 5 – 160  (20 – 600 l/min)

 
	
	 SCFT- XXXX - XXX

Code for Ordering  Serviceman Kits:
Transducer Pressure Range 
(Choose one or two)
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