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T.C 236 
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•  Thermoplastic enclosure
•  Versions available for left-hand (T3C 236), 

right-hand (T5C 236) and 
swing-doors (T4C 236)

•  Double insulated X
•  1 cable entry M20
•  Good resistance to oil 

and petroleum spirit
•  Actuator heads can be 

repositioned in steps 4 x 90°
•  Opening angle 180°
•  Stainless steel actuator

T.C 235 
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•  Metal enclosure
•  Versions available for left-hand (T3C 235), 

right-hand (T5C 235) and 
swing-doors (T4C 235)

•  1 cable entry M20
•  Good resistance to oil 

and petroleum spirit
•  Actuator heads can be 

repositioned in steps 4 x 90°
•  Opening angle 180°
•  Stainless steel actuator
•  EX version available

Approvals

H

Ordering details
T➀C 235-➁Z-➂
No. Option Description

➀ 3 Left-hand version
4 Swing-door version
5 Right-hand version

➁ 01 1 NC
02 2 NC
11 1 NO / 1 NC

➂  Cable entry M20
ST Connector M12 

(A-Coding)
2310 (B-Coding)

Technical data

Standards: IEC/EN 60947-5-1 
BG-GS-ET-15

Design: fixings to EN 50047
Enclosure: 235: light-alloy diecast, paint finish

236: Glass fiber reinforced thermoplastic
Protection class: IP67 to EN 60529
Contact material: silver
Contact type: change-over contact 

with double break Zb 
or 1 NC or 2 NC contacts, 

with galvanically separated 
contact bridges

Switching principle: A IEC 60947-5-1 
slow action, 

NC contact with 
positive break

Connection: screw terminals
Cable section: max. 2.5 mm², 

min. 0.75 mm² 
(incl. conductor ferrules)

Cable entry: 1 x M20
Uimp: 6 kV 

connector: 0.8 kV
Ui: 500 V 

connector: 50 V
Ithe: 10 A
Utilization category: AC-15
Ie/Ue: 4 A / 230 VAC 

1 A / 24 VDC 
 connector: 4 A / 50 V
Max. fuse rating: 6 A gG D-fuse
Ambient temperature: −30 °C … +80 ºC
Mechanical life: > 1 million operations
Switching frequency: max. 5,000/h
Positive break angle: 12.5°
Positive break torque: 0.185 Nm
Classification: 
Standards: EN ISO 13849-1
B10d (NC): 20,000,000
Mission time: 20 years

MTTF
B d x xh s/h3600

d
10d op op

opn
0,1 x nop t cycle

Safety switch for hinged guards

Connector
1 NO 
1 NC
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Note
Caution! The versions with connector may 
only be used in PELV circuits to EN 60204-1.
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Safety switch for hinged guards
Left-hand version (3) 
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•  Good resistance to oil and petroleum spirit
•  Actuator heads can be repositioned 

by 4 x 90°
•  Opening angle 180°
 
Closed guard device = 0° in contact 
switch travel diagrams.
This is the rest position of the switch

Swing-door version (4) 
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•  Good resistance to oil and petroleum spirit
•  Actuator heads can be repositioned in 

steps 4 x 90°
•  Opening angle 2 x 90°
 
Closed guard device = 0° in contact 
switch travel diagrams.
This is the rest position of the switch

Contacts/ Switch travel Slow action

1 NO 
1 NC

T3C 235-11Z 
T3C 236-11Z

0180°

4,5°

3,5°

12,5°

13-14
21-22

1 NC T3C 235-01Z 
T3C 236-01Z

0180° 4,5°12,5°
11-12

2 NC T3C 235-02Z 
T3C 236-02Z

0180° 4,5°

4,5°

12,5°
11-12
21-22

12,5°

Contacts/ Switch travel Slow action

1 NO 
1 NC

T4C 235-11Z 
T4C 236-11Z

090° 90°

4,5°4,5°

3,5°3,5°

12,5° 12,5°
13-14
21-22

1 NC T4C 235-01Z 
T4C 236-01Z

090° 90°4,5°4,5°
12,5° 12,5° 11-12

2 NC T4C 235-02Z 
T4C 236-02Z

090° 90°4,5°4,5°

4,5°4,5°

12,5°
12,5°

12,5°
12,5°

11-12
21-22

Right-hand version (5)

2
10

5,
1

16

19
,5 31

8 43
70

•  Good resistance to oil and petroleum spirit
•  Actuator heads can be repositioned 

by 4 x 90°
•  Opening angle 180°
 
Closed guard device = 0° in contact 
switch travel diagrams.
This is the rest position of the switch

Contacts/Switch travel Slow action

1 NO 
1 NC

T5C 235-11Z 
T5C 236-11Z
0 180°4,5°

3,5°

12,5°

13-14
21-22

1 NC T5C 235-01Z 
T5C 236-01Z
0 180°4,5° 12,5°

11-12

2 NC T5C 235-02Z 
T5C 236-02Z
0 180°4,5°

4,5°

12,5°
11-12
21-22

12,5°
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